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Road Maintenance Works for the Financial Year 2016-2017



KENYA
WILDLIFE
SERVICE

/.

(1

Address: P.O.BOX 4024100100
Nairobi

INVITATION FOR TENDER

Tender ReferenceNo. KWS/OT/RFB9/20162017

Tender Name:Routine Maintenance Park HgsKampi Ya Simba

Kenya Wildlife Service now invites eligible contractors to bid for the Works. Eligible contractors are those
registered as road works contractors by the National Construction Autiv@#y) (Category 6, 5 or 4for
themaintenance work for the above road inKuea National Park. The works are to be fundédrough the
Fuel Levy.

SCOPE OF WORK

The scope of works shall be as described in the tender document.

QUALIFICATION FOR TENDERING MANDATORY REQUIREMENTS

Eligible bidders mussubmit the following ,, among other eligibility requirements list in the instruction to

tenderers

1. Certified Copy of Certificate of Incorporatifitegistrationrunderthe Companies Act

2. A certified current copy of CR12 for limited companissued by the Registrar of Companies that
clearly indicates the ownership of the companies (not older than 6 months)

3. Certified copy of a valid Tax Compliance Certificate from Kenya Revenue Authority (KRA)

4. Certified copy of Registration Certificate issudy National construction Authority (NCA)
Categorie$, 5 or 4

5. A declaration that the bidder will not engage in any corrupt or fraudulent practice and a declaration
that the person or his or her sobntractors are not debarred from participating incprement
proceeding

6. Sworn affidavit on litigation history

7. Original Tender Security dksh. 150,000(0ne hundred and Fifty Shillings only) issued in Kenya

shillings or a freely convertible currency and in the form of bank guarantee in the prescribed format,
or an insurance guarantee from PPRA approved insurance comupauaeposit taking microfinance
institutions, SACCO societies, Youth Enterprise Development Fund or Women Enterprise
Development Fund issued in a freely convertible currency astamdard format provided in the
tender documerdnd valid for a period of 120 days from the date of tender opening
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A complete set of tender documents may be obtained from Kenya Wildlife Welgite:kws.go.keor
through the linkhttp://www.kws.go.ke/info/tenders.html

Bidders can only submit up to maximum of One bid. Bidders submitting more than one bid will be
disqualified. There shall be MANDATORY organized prender sitevisit on Thursday 13" April 2017
starting from 9.30 amBidders will assemble at thaesignated location as indicated in the advertisement for
invitation to biddersBidders are free to visit site at their own time and cost and the certificate of bidders
understanding of the site must be signed.

Bidders having ongoing works with KWS that have not been substantially completed will legiide for
bidding in this tender and will be disqualified.

The complete tenders enclosed in sealed envelopes clearkgdnwith the appropriate tender number and
road name shall be submitted to:

Director,
Kenya Wildlife Service,
KWS, Headquarters, Langata Road,
P. O. Box 4024100100,
NAIROBI, KENYA

Or to be deposited in the Tender Box on Ground FIbtain Receptioron or before Monday 24" April
2017 at 10.30am. Opening of the Tenders will take place immediately thereafter in the KWS Conference
Room in the presence of bidders representatives who wish to attend.

HEAD OF SUPPLY CHAIN MANAGEMENT

FOR DIRECTORGENERAL
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SECTION I

INSTRUCTIONS TO TENDERERS
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SECTION Il - INSTRUCTION TO TENDERERS

Note: The tenderer must comply with the following conditions and instructions and failure to do so is
liable to result in rejection of the tender.

GENERAL
1. Definitions
(a) i Teenrder O means any persons, partnership fir

the Bills of Quantities in accordance with the Instructions to Tenderers, Conditions of
Contract Parts | and Il, Specifications, Drawings and Bills of Quantities for the work
contemplated, acting directly or through a legally appointed representative.

(b) AApproved tendererdo means the tenderer who

(© Any noun or adjective derived from the wor
mean the correspondingf m of t he noun or adjective fAbi
iftender o shall be read and construed to mea

(d) AEmpl oyer 6 means a Centr al Government Mi ni
or any other Publitnstitution.

2. Eligibility and Qualification Requirements
2.1 Eligibility requirements

This invitation to tender is open to all tenderers who qualified and meet eligibility
requirements stated the appendixo Instruction torenderersI{T).

2.2 Quialificati on Requirements

To be qualified for award of Contract, the tenderer shall provide evidence satisfactory to the
Employer of their kgibility under Sub clause 2.4bove and of their capability and adequacy of
resources to effectively carry out the subjeonttact. To this end, the tenderer shall be required

to update the following information already submitted during prequalification:

@ Details of experience and past performance of the tenderer on the works of a similar
nature and details of current work lband and other contractual commitments.

(b) The qualifications and experience of key personnel proposed for administration and
execution of the contract, both on and off site.

(©) Major items of construction plant and equipment proposed for use in carrying out the
Contract. Only reliable plaint in good working order and suitable for the work required
of it shall be shown on this schedule. The tenderer will also indicate on this schedule
when each item will be available on the Works. Included also should be ailscbéd
plaint, equipment and material to be imported for the purpose of the Contract, giving
details of make, type, origin and CIF value as appropriate.
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2.3

3.2

(d)

(e)

(f)

Details of sub contractors to whom it is proposed to sublet any portion of the Contract
and for whom athority will be requested for such subletting in accordance with clause 4
of the Condition of Contract.

A draft Program of Works in the form of a bar chart and Schedule of Payment which
shall form part of the Contract if the tender is accepted. Any chantpe Program or
Schedule shall be subjected to the approval of the Engineer.

Details of any current litigation or arbitration proceedings in which the tenderer is
involved as one of the parties.

Joint Ventures

Tenders submitted by a joint venture of twomore firms as partners shall comply with the
following requirements:

(@)

(b)

(€)

(d)

(e)

The tender, and in case of a successful tender, the Form of Agreement, shall be signed so
as to be legally binding on all partners

One of the partners shall be nominated as beinfpange, and this authorization shall be
evidenced by submitting a power of attorney signed by legally authorized signatories of
all the partners

The partner in charge shall be authorized to incur liabilities and receive instructions for
an on behalf of angnd all partners of the joint venture and the entire execution of the
Contract including payment shall be done exclusively with the partner in charge.

All partners of the joint venture shall be liable jointly and severally for the execution of
the Contratin accordance with the Contract terms, and a relevant statement to this effect
shall be included in the authorization mentioned under (b) above as well as in the Form of
Tender and the Form of Agreement (in case of a successful tender)

A copy of the agrement entered into by the joint venture partners shall be submitted with
the tender.

Cost of Tendering

The Tenderer shall bear all costs associated with the preparation and submission of his tender and
the Employer will in no case be responsible orlédbr those costs, regardless of the conduct or
outcome of the tendering process.

A complete set of tender documents may be obtainesl of chargefrom Kenya Wildlife
Website: www.kws.go.ke or through the link http://www.kws.go.ke/info/tenders.html
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4, Site Visit

4.1. The tenderer is advised to visit and examine the Site and its surroundings and obtain for himself
on his own responsibility, all information that may be sseey for preparing the tender and
entering into a contract. The costs of wvisiti

4.2. The tenderer and any of his personnel or agents will be granted permission by the Employer to
enter upon premises andhéis for the purpose of such inspection, but only upon the express
condition that the tenderer, his personnel or agents, will release and indemnify the Employer from
and against all liability in respect of, and will be responsible for personal injury (gvhfetal or
otherwise), loss of or damage to property and any other loss, damage, costs and expenses
however caused, which but for the exercise of such permission, would not have arisen.

4.3. The Employer shall organize a site visit at a @@ venueo be ndified. A representative of the
Employer will be available to meet the intending tenderers at theT®itelerers must provide
their own transport. The representative will not be available at any other time for site inspection
visits.

4.4. Each tenderer shaflign the attendance register and atemplete theform of Declarationof
T e n d eaf Knowleslge of Sitewhether he in fact visits the Site at the time of the organized
site visit or by himself at some other time.
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TENDER DOCUMENTS
5 Tender Documents

5.1 The Tender documents comprise the documents listed here below and should be read together
with any Addenda issued in accordance with Clause 7 of these instructions to tenderers.

a. Form of Invitation for Tenders

b.  Instructions to Tenderers

c. Formof Tende

d. Appendix to Form of Tender

e. Form of Tender Surety

f. Statement of Foreign Currency Requirements

g. Tender and Confidential Business Questionnaires
h.  Details of Sub contractors

Schedules of Supplementary Information
J- General Conditions of Cortcti Part |

k.  Conditions of Particular ApplicationhPart Il
l. Specifications

m. Bills of Quantities

n.  Drawings

0. Declaration Form

p Road Maintenance Manual

52 The tenderer is expected to examine carefully all instructions, conditions, forms, terms,
specifications and drawings in the tender documents. Failure to comply with the requirements for
tender submission wil./ be at the tendererds o
Tenderers, tenders which are not substantially responsive teedipirements of the tender
documents will be rejected.

5.3 All recipients of the documents for the proposed Contract for the purpose of submitting a tender
(whether they submit a tender or not) shall tr

BN

confidert i al oO.
6 Inquiries by tenderers

6.1 A tenderer making an inquiry relating to the tender document may notify the Employer in writing
or by tel ex, cable or facsimile at the Empl oy
Tender. The Employer will respdnn writing to any request for clarification which he receives
earlier than 7 days prior to the deadline for the submission of tenders. Written copies of the
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6.2

7.2

7.3

Empl oyerds response (including the query but
be sent to all prospective tenderers who have purchased the tender documents.

The procuring entity shall reply to any clarifications sought by the tenderer within 3 days of
receiving the request to enable the tenderer to make timely submission oféts tend

Amendment of Tender Documents

At any time prior to the deadline for submission of tenders the Employer may, for any reason,
whether at his own initiative or in response to a clarification requested by a prospective tenderer,
modify the tender documenty issuing Addenda.

Any Addendum will be notified in writing or by-mail or through the KWS websit® all
prospective tenderers who have purchased the tender documents and will be binding upon them.

In order to allow prospective tenderers reasondibte in which to take the Addendum into
account in preparing their tenders, the Employer may, at his discretion, extend the deadline for
the submission of tenders.
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10
10.1

10.2

PREPARATION OF TENDERS

Language of Tender

The tender and all correspondence and documeelating to the tender exchanged between the
tenderer and the Employer shall be written in the English language. Supporting documents and
printed literature furnished by the tenderer with the tender may be in another language provided
they are accompeed by an appropriate translation of pertinent passages in the above stated
language. For the purpose of interpretation of the tender, the English language shall prevail.

Documents Comprising the Tender

The tender to be prepared by the tenderer shalpdee
i) the Form of Tender and Appendix thereto,

i) a Tender Security

iii) the Priced Bills of Quantities and Schedules

iv) the information on eligibility and qualification

v) any other materials required to be completed and submitted in accordance with the
Instructiors to Tenderers.

The Forms, Bills of Quantities and Schedules provided in the tender documents shall be used
without exception (subject to extensions of the schedules in the same format and to the provisions
of clause 13.2 regarding the alternative form$ender Surety].

Tender Prices

All the insertions made by the tenderer shall be made in INK and the tenderer shall clearly form

the figures. The relevant space in the Form of Tender and Bills of Quantities shall be completed
accordingly without intertieations or erasures except those necessary to correct errors made by

the tenderer in which case the erasures and interlineations shall be initialed by the person or
persons signing the tender.

A price or rate shall be inserted by the tenderer for every ih the Bills of Quantities whether

the quantities are stated or not. ltems against which no rate or price is entered by the tenderer will
not be paid for by the Employer when executed and shall be deemed covered by the rates for
other items and pricen the Bills of Quantities.

The prices and unit rates in the Bills of Quantities are to be the fulhfdlisive] value of the

Work described under the items, including all costs and expenses which may be necessary and all
general risks, liabilities andotigations set forth or implied in the documents on which the tender

is based. All duties, taxes and other levies payable by the Contractor under the Contract, or for
any other cause prior to the deadline for submission of tenders, shall be includedateshand

prices and the total Tender Price submitted by the tenderer.
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Each price or unit rate inserted in the Bills of Quantities should be a realistic estimate for
completing the activity or activities described under that particular item and theeersle
advised against inserting a price or rate against any item contrary to this instruction.

Every rate entered in the Bills of Quantities, whether or not such rate be associated with a
guantity, shall form part of the Contract. The Employer shall Haeight to call for any item of

work contained in the Bills of Quantities, and such items of work to be paid for at the rate entered
by the tenderer and it is the intention of the Employer to take full advantage of unbalanced low
rates.

10.3 Unless otherwis specified the tenderer must enter the amounts representing 10% of-thakub
of the summary of the Bills of Quantities for Contingencies and Variation of Prices[V.O.P.]
payments in the summary sheet and add them to thiatllio arrive at the tendamount.

10.4 The tenderer shall furnish with his tender written confirmation from his suppliers or
manufacturers of basic unit rates for the supply of items listed in the Conditions of Contract
clause 70 where appropriate. The Employer may require the tendejestify such rates so
obtained from the suppliers or manufacturers.

10.5 The rates and prices quoted by the tenderer are subject to adjustment during the performance of
the Contract only in accordance with the Provisions of the Conditions of Contradeniteser
shall complete the schedule of basic rates and shall submit with his tender such other supporting
information as required under clause 70 of the Conditions of Contract Part Il.

10.6  Contract price variations shall not be allowed within the first 12th®oaf the contract.

10.7 Where quantity contract variation is allowed, the variation shaleroeed25% of the original
contract quantity.

10.8 Price variation requests shall be processed by the procuring entity within 30 days of receiving the
request.

11 Currencies of Tender and Payment
11.1 Tenders shall be priced iKenya Shillingsand the tender sum shall bekienya Shillings.

11.2 Tenderers are required to indicate in the Statement of Foreign Currency Requirements, which
forms part of the tender, the foreign currenoguieed by them. Such currency should generally
be the currency of the country of the tenderer
the tendererod6s expenditure under the Contract
of origin, then he may state a corresponding portion of the contract price in the currency of those
other countries. However, the foreign currency element is to be limited to two (2) different
currencies and a maximum of 30% (thirty percent) of the Contract Price

11.3 The rate or the rates of exchange used for pricing the tender shall be the selling rate or rates of the
Central Bank ruling on the date thirty (30) days before the final date for the submission of
tenders.
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11.4 Tenderers must enclose with their tenders, afbjistification of the foreign currency
requirements stated in their tenders.

12 Tender Validity

12.1 The tender shall remain valid and open for acceptance feriad ofninety (90) calendardays
from the specified date of tender opening or from the extendtdl afatender opening (in
accordance with clause3here above) whichever is the later.

12.2  In exceptional circumstances prior to expiry of the original tender validity period, the Employer
may request the tenderer for a specified extension of the periodidifvaThe request and the
responses thereto shall be made in writing or by cable, telex or facsimile. A tenderer may refuse
the request without forfeiting his Tender Surety. A tenderer agreeing to the request will not be
required nor permitted to mdgihis tender, but will be required to extend the validity of his
Tender Surety correspondingly.

13 Tender Security

13.1 The tenderer shall furnish as part of his tender, a Tender Security in the amount and form stated
in the Appendix to Instructions to Tenderers.

13.2 The Tender Security shall be valid at least thirty (30) days beyond the tender validity period.

13.3 Any tender not accompanied by an acceptable Tender Surety will be rejected by the Employer as
non-responsive.

13.4 The Tender Sureties of unsuccessful tenderelsb&ilreturned as promptly as possible but not
later than twenty eight (28) days after expiration of the tender validity period. The Tender Surety
of the successful tenderer will be returned upon the tenderer executing the Contract and
furnishing the requed Performance Security.

13.5 The Tender Surety may be forfeited:
a) if atenderer withdraws his tender during the period of tender validity: or
b) inthe case of a successful tenderer, if he fails, within the specified time limit
i. to sign the Agreement, or
ii. to furnishthe necessary Performance Security
c) if atenderer does not accept the correction of his tender price pursuant to clause 23.

14 No Alternative Offers

14.1 The tenderer shall submit an offer which complies fully with the requirements of the tender
documents unlessiwerwise provided for in the appendix.

Only one tender may be submitted by each tenderer either by himself or as partner in a joint
venture. A tenderer who submits or participates in more than one tender will be disqualified.

14.2 The tenderer shall not attaeimy conditions of his own to his tender. The tender price must be
based on the tender documents. The tenderer is not required to present alternative construction
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options and he shall use without exception, the Bills of Quantities as provided, with the
amendments as notified in tender notices, if any, for the calculation of his tender price. Any
tenderer who fails to comply with this clause will be disqualified.

15 Pre-tender Meeting

151 Ifapret ender meeting is convened, eismdtedtoetteddeat er 6 s
the venue and time in the Invitation to Tender. The purpose of the meeting will be to clarify issues
and to answer questions on any matter that may be raised at that stage.

15.2 The tenderer is requested as far as possible to subynijuestions in writing or by cable, to reach
the Employer not later than seven (7) days before the meeting. It may not be practicable at the
meeting to answer questions received late, but questions and responses will be transmitted in
accordance with thiellowing:

(a) Minutes of the meeting, including the text of the questions raised and the responses given
together with any responses prepared after the meeting, will be transmitted without delay to
all purchasers of the tender documents. Any modificatiagheotender documents listediin
Clause 9 which may become necessary as a result of tivengler meeting shall be made by
the Employer exclusively through the issue of a tender notice pursuant to Clause 7 and not
through the minutes of the ptender meting.

(b) Non attendance at the po&d meeting will not be cause for disqualification of a bidder.

16 Format and Signing of Tenders

16.1 The tenderer shall prepare his tender as outlined in clause 9 above and mark appropriately one set
AfORI GI NALO and o.he other ACOPY

16.2 The copy of the tender and Bills of Quantities shall be typed or written in indelible ink and shall
be signed by a person or persons duly authorized to sign on behalf of the tenderer. All pages of
the tender where amendments have been made shalliaiedéhily the person or persons signing
the tender.

16.3 The complete tender shall be without alterations, interlineations or erasures, except as necessary
to correct errors made by the tenderer, in which case such corrections shall be initialed by the
person opersons signing the tender.
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SUBMISSION OF TENDERS

17 Tender format, Sealing and Marking of Tenders

17.1 The Tender shall be bound and divided clearly in descending order agipestlix

17.2 The order and arrangement as indicated in the Tender Submission &theitikhie considered as
the Tender FormatsThe format indicated above will be used without exception .Any documents
not compliant will not be evaluated

17.3 The tenderer shall seal the original and copy of the tender in separate envelopes, duly marking the
envel opes as AORI GI NALO and ACOPYO. The envel ¢
envelopeThecopiesshall be a replica of th@riginal.

17.4 The inner and outer envelopes shall be addressed to the Employer at the address stated in the
Appendix tolnstructions to Tenderers and bear the name and identification of the Contract stated
in the said Appendix with a warning not to open before the date and time for opening of tenders
stated in the said Appendix.

17.5 The inner envelopes shall each indicate @@ and address of the tenderer to enable the tender
to be returned unopened in case it is decl arec
indicating the identity of the tenderer.

17.6 If the outer envelope is not sealed and marked as instrucbed,ehe Employer will assume no
responsibility for the misplacement or premature opening of the tender. A tender opened
prematurely for this cause will be rejected by the Employer and returned to the tenderer.

18 Deadline for Submission of Tenders

18.1 Tenders mst be received by the Employer at the address specified in clause 17.2 and on the date
and time specified in the Letter of Invitation, subject to the provisions of cla@sé&82 and
18.3.

Tenders delivered by hand mu sded inbtlee office afdhed i n 1
Employer.Proof of posting will not be accepted as proof of delivery and any tender delivered
after the above stipulated time, from whatever cause arising will not be considered.

18.2 The Employer may, at his discretion, extend thedtiea for the submission of tenders through
the issue of an Addendum in accordance with clause 7, in which case all rights and obligations of
the Employer and the tenderers previously subject to the original deadline shall thereafter be
subject to the neweadline as extended.

18.3 Any tender received by the Employer after the prescribed deadline for submission of tender will
be returned unopened to the tenderer.
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19 Modification and Withdrawal of Tenders

19.1

19.2

19.3
19.4

19.5

19.6

The tenderer may modify or withdraw his tender after tesdbmission, provided that written
notice of the modification or withdrawal is received by the Employer prior to prescribed deadline
for submission of tenders.

The tenderer 6s modi ficati on or withdrawal no
dispatchedn accordance with the provisions for the submission of tenders, with the inner and
outer envelopes additionally marked AMODIFI CAT

No tender may be modified subsequent to the deadline for submission of tenders.

No tende may be withdrawn in the interval between the deadline for submission of tenders and
the period of tender validity specified on the tender form. Withdrawal of a tender during this
interval will result in the forfeiture of the Tender Surety.

Subsequent tthe expiration of the period of tender validity prescribed by the Employer, and the
tenderer having not been notified by the Employer of the award of the Contract or the tenderer
does not

intend to conform with the request of the Employer to extend ¢hieg of tender validity, the
tenderer may withdraw his tender without risk of forfeiture of the Tender Surety.
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20 Tender Opening
201 The Employer will open the tenders in tloe prese
attend at the ti me and | ocati on i ndicated i n

representatives who are present shall sign a register evidencing their attendance.

20.2Tenders for which an acceptable notice of withdrawal has been submittedamt to clause 19,
will not be opened. The Employer will examine the tenders to determine whether they are complete,
whether the requisite Tender Sureties have been furnished, whether the documents have been
properly signed and whether the tenders areglly in order.

203 At the tender opening, the Employer wil!/l annoul
price modifications and tender withdrawals, if any, the presence of the requisite Tender Surety and
such other details as the Employerhat discretion, may consider appropriate. No tender shall be
rejected at the tender opening except for late tenders.

20.4 The Employer shall prepare minutes of the tender opening including the information disclosed to
those present.

20.5 Tenders not opened and deaut at the tender opening shall not be considered further for
evaluation, irrespective of the circumstances.

21 Process to be Confidential

21.1 After the public opening of tenders, information relating to the examination, clarification,
evaluation and comparissrof tenders and recommendations concerning the award of Contract
shall not be disclosed to tenderers or other persons not officially concerned with such process until
the award of Contract is announced.

21.2 Any effort by a tenderer to influence the Employeittie process of examination, evaluation and
comparison of tenders and decisions concerning award of Contract may result in the rejection of the
tenderero6s tender.

22 Clarification of Tenders

22.1 To assist in the examination, evaluation and comparison of tentthersEmployer may ask
tenderers individually for clarification of their tenders, including breakdown of unit prices. The
request for clarification and the response shall be in writing or by cable, facsimile or telex, but no
change in the price or substanof the tender shall be sought, offered or permitted except as
required to confirm the correction of arithmetical errors discovered by the employer during the
evaluation of the tenders in accordance with clause 24.

22.2 No tenderer shall contact the Employer @any matter relating to his tender from the time of the
tender opening to the time the Contract is awarded. If the tenderer wishes to bring additional
information to the notice of the Employer, he shall do so in writing.
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23 Determination of Responsiveness

23.1 Prior to the detailed evaluation of tenders, the Employer will determine whether each tender is
substantially responsive to the requirements of the tender docurk®vi&® s det er mi nat i o
Tenderd6s responsiveness i s t eritsklfewitHowt seeodrsedon t h e
extrinsic evidence.

23.2 For the purpose of this clause, a substantially responsive tender is one which conforms to all the
terms, conditions and specifications of the tender documents without material deviation or
reservation. Amaterial deviation or reservation is one which affects in any substantial way the
scope, quality, completion timing or administration of the Works to be undertaken by the tenderer
under the Contract, or which limits in any substantial way, inconsistémting tender documents,
the Employerdés rights or the tenderers obligat:i
would affect unfairly the competitive position of other tenderers who have presented substantially
responsive tenders.

23.3 Each priceor unit rate inserted in the Bills of Quantities shall be a realistic estimate of the cost of
completing the works described under the particular item including allowance for overheads, profits
and the like. Should a tender be seriously unbalanced imrel@at t o t he Empl oyer 6s
works to be performed under any item or groups of items, the tender shall be deemed not
responsive.

23.4 A tender determined to be not substantially responsive will be rejected by the Employer and may
not subsequently be mea responsive by the tenderer by correction of thecomfiorming deviation
or reservation.

23.5 Postqualification criteria are as provided in the Appendix to instruction to tenderers.

24  Correction of Errors

Tenders determined to be substantially responsivé bhachecked by the Employer for any
arithmetic errors in the computations and summationsor&will be corrected by thEmployer as
follows:

(@) Where there is a discrepancy between the amount in figures and the amount in words, the
amount in words will gvern.

(b) Where there is a discrepancy between the unit rate and the line item total resulting from
multiplying the unit rate by the quantity, the unit rate as quoted will prevail, unless in the
opinion of the Employer, there is an obvious typographical eimowhich case adjustment
will be made to the entry containing that error.

(c) Inthe event of a discrepancy between the tender amount as stated in the Form of Tender and
the corrected tender figure in the main summary of the Bills of Quantities, the ansount a
stated in the Form of Tender shall prevail.

(d) The Error Correction Factor shall be computed by expressing the difference between the
tender amount and the corrected tender sum a
(i.e. corrected tender sum lé8sme Cost and Provisional Sums.
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() The Error Correction Factor shall/l be applied
the case may be) for the purposes of valuations for Interim Certificates and valuations of

variations.

(f)  The amount stated in thender will be adjusted in accordance with the above procedure for
the correction of errors and, with concurrence of the tenderer, shall be considered as binding
upon the tenderer. If the tenderer does not accept the corrected amount, the tender may be
rejected and the Tender Security may be forfeited in accordance with clause 13.

25 Conversion to Single Currency

25.1 For compensation of tenders, the tender price shall first be broken down into the respective amounts
payable in various currencies by using theirsgltate or rates of the Central Bank of Kenya ruling
on the date twenty one (21) days before the final date for the submission of tenders.

25.2 The Employer will convert the amounts in various currencies in which the tender is payable
(excluding provisional sus but includingDay works where priced competitively) to Kenya
Shillings at the selling rates stated in clause 25.1.

26 Evaluation and Comparison of Tenders

26.1 The Employer will evaluate only tenders determined to be substantially responsive to the
requirement®f the tender documents in accordance with clause 23.

26.2 In evaluating tenders, the Employer will determine for each tender the evaluated tender price by
adjusting the tender price as follows:

(a) Making any correction for errors pursuant to clause 24.

(b) Excluding Provisional Sums and provision, if any, for Contingencies in the Bills of
Quantities, but including Day works where priced competitively.

26.3 The Employer reserves the right to accept any variation, deviation or alternative offer. Variations,
deviations, akltrnative offers and other factors which are in excess of the requirements of the tender
documents or otherwise result in the accrual of unsolicited benefits to the Employer, shall not be
taken into account in tender evaluation.

26.4 Price adjustment provisionia the Conditions of Contract applied over the period of execution of
the Contract shall not be taken into account in tender evaluation.

2651 f the | owest evaluated tender is seriously unt
estimate of the &@ms of work to be performed under the Contract, the Employer may require the
tenderer to produce detailed price analyses for any or all items of the Bills of Quantities, to
demonstrate the relationship between those prices, proposed construction maethscisedules.

After evaluation of the price analyses, the Employer may require that the amount of the
Performance Security set forth in clause 29 be increased at the expense of the successful tenderer to
a level sufficient to protect the Employer agaifirsancial loss in the event of subsequent default of

the successful tenderer under the Contract.
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26.6 Firms incorporated in Kenya where indigenous Kenyans own 51% or more of the share capital shall
be allowed a 10% preferential bias provided that they do fe¢aniract work valued at more than
50% of the Contract Price excluding provisional sums to aimigenous swgontractor.

26.7 Preference where allowed in the evaluation of tenders shall not exceed 15%

26.8 The procuring entity may at any time terminate procurdgrpeoceedings before contract award and
shall not be liable to any person for the termination.

26.9 The procuring entity shall give prompt notice of the termination to the tenderers and on request give
its reasons for termination within 14 days of receivirgyréquest from any tenderer.

26.10A tenderer who gives false information in the tender document about its qualification or who
refuses to enter into a contract after notification of contract award shall be considered for debarment
from participating in future yblic procurement.

26.11Poor past performance shall not be used as an evaluation criteria unless specifically provided for in
the appendix.
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AWARD OF CONTRACT

27. Award Criteria

27.1 Subject to Sulzlause 27.2, the Employer will award the Contract to the tendem@seniender is
determined to be substantially responsive to the tender documents and who has offered the lowest
evaluated tender price subject to possessing the capability and resources to effectively carry out the
Contract Works as required in Salause 21 and 2.2here above

27.2 The Employer reserves the right to accept or reject any tender, and to annual the tendering process
and reject all tenders, at any time prior to award of Contract, without thereby incurring any liability
to the affected tenderers any obligation to inform the affected tenderers of the grounds for the
Empl oyer 6s action.

28 Notification of Award

28.1 Prior to the expiration of the period of tender validity prescribed by the Employer, the Employer
will notify the successful tenderer by calielefax or telex and confirmed in writing by registered
letter that his tender has been accepted. This letter (hereinafter and in all Contract documents called
ALetter of Acceptanceodo) shalll name the leum (hel
Contract Pricedo) which the Employer wil/ pay t
and completion of the Works as prescribed by the Contract.

28.2 At the same time that the Employer notifies the successful tenderer that his tender has been
acceted, the Employer shall notify the other tenderers that the tenders have been unsuccessful.

28.3 Within fourteen [14] days of receipt of the Form of Contract Agreement from the Employer, the
successful tenderer shall sign the form and return it to the dgmptogether with the required
Performance Security.

28.4 The parties to the contract shall have it signed within 30 days from the date of notification of
contract award unless there is an administrative review request.

29 Performance Guarantee

29.1 Within twenty eigh [28] days of receipt of the notification of award from the Employer, the
successful tenderer shall furnish the Employer with a Performance Security in the amount stated in
the Appendix to Instructions to Tenderers and in the format stipulated in thatiQusdf
Contract.

29.2 The Performance Security to be provided by the successful tenderer shall be an unconditional Bank
Guarantee issued at the tendererds option by
located in the Republic of Kenya and shallddéded into two elements namely, a performance
security payable in foreign currencies (based upon the exchange rates determined in accordance
with clause 60(5) of the Conditions of Contract) and a performance security payable in Kenya
Shillings. The vala of the two securities shall be in the same proportions of foreign and local
currencies as requested in the form of foreign currency requirements.
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29.3

30

31
31.1

Failure of the successful tenderer to lodge the required Performance Security shall constitute a
breach of ©ntract and sufficient grounds for the annulment of the award and forfeiture of the
Tender Security and any other remedy under the Contract. The Employer may award the Contract
to the next ranked tenderer.

Advance Payment

An advance payment, if approved thye Employer, shall be made under the Contract, if requested

by the Contractor, in accordance with clause 60(1) of the Conditions of Contract. The Advance
Payment Guarantee shall be denominated in the proportion and currencies named in the form of
foreign currency requirementdzor each currency, a separate guarantee shall be issued. The
guarantee shall be issued by a Bank located in the Republic of Kenya, or a foreign Bank through a
correspondent Bank located in the Republic of Kenya, in either casestbfhe approval of the
Employer.

Corrupt or fraudulent practices

The procuring entity requires that tenderers observe the highest standard of ethics during the
procurement process and execution of contracts. A tenderer shall sign a declaratiomasandte
and will not be involved in corrupt or fraudulent practices.
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SECTION Il

APPENDIX TO INSTRUCTION TO BIDDERS
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3.1 Appendix to Instructions to Tenderers

The following appendix to instructions to tenderdrallscomplement or amend the provisions of
the instructions to tenderers (Section IlI). Wherever there is a conflict between the provisions of
the instructions to tenderers and the provisions of the appendix, the provisions of the appendix

herein shall preail over those of the instructions to tenderers.

Table 3.1 Notes on the Appendix to Instructions to Tenderers
Clause Description

Pursuant to clausg1l the following shall be mandatory.

i)  Signed Form of Bid

i) Valid Bid Security

iii) Complete confidential Bushess questionnaire

iv) Copy of proof of citizenship and

v) Certified Copy of Form CR12

vi) Certified copies of Certificate of incorporation'registration

21 vii) Valid tax compliance certificateas at the time of tender opening

viii) Certified copies of proof of registration with the National Construction
Authority as a roads contractor or NCA Category6, 5 or 4

ix) Written power of attorney authorizing the signatory of the bid to commit
the bidder

X) Attendance of Mandatory Organized Pre-tender Site Visit & Declaration
of TendewledgebfsiteK n o

xi) Sworn affidavit on pending and current litigation information

xii) Completed Bills of Quantities

Qualification Requirements

(a) Evidence of access to lines of credit and availability of other fina
resources. If a line of credit is providélde letter of line of credit must b
current to the lasine (1)month.

(b) Financial predictions for the current year and the two subsequent
including the effect of known commitments,

(c) Current financi al s-term prdfitalelisysCash flodv or
equivalent positive working capital

292 (d) Work commitments

(e) Availability of critical equipment Major items of construction plant &
equipment proposed for use in carrying out the Contract.

() The qualifications and experience of key personnelgseg for administratio
and execution of the contract, both on and off site.

(g) Bidders shall also submit proposals of work execution programme
sufficient detail to demonstrate
the technical specifications @rnhe completion time referred to in Clause
above.
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(h) Details of experience and past performance of the tenderer on the worl
similar nature and details of current work on hand and other contrg
commitments as required.

() Details of Nonperformanceof contract and any current litigation or arbitrati
proceedings in which the tenderer is involved as one of the parties with
last Three (3) years prior to the dead line of the tender submission, base
information on fully settled disputes litigation.

There will be MANDATORY organized site visit as indicated in the invitatiof
bidders, but the bidder may make further site visit on their own to the Park wh

4.3
is bidding. Each tenderer must dully completeDae c |1 ar at i on s
Knowledge of site which will be treated as the certificate of site visit.

121 Tender validity period is 90 daysom the specified date of tender openingr
from the extended date of tender operimgccordance with ITT clause 7.3

13.2 | The tender smurity shall bekshs 150,00(per tender

13.3 | Tender Security shall remain valid for a least 30 days beyond tender validity

15.1 Mandatory pe-bid meeting will be organized a&nue and time in the Invitation 1
Tender

15.2 (b) | Non attendance at the poé meeting will be cause for disqualification of a bidd
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171

Tender Format, No of setsSealing and Marking of Tenders

The Tender shall be bound and divided clearly in descending order abékiad

Letter of Invitation to Tender

Instruction to Tenders

Appendix to Instruction to bidders

Form of Bid

Appendix to Form of Bid

Bid Security

7. Schedule of Supplementary Information for Eligibility

8-A1 Confidential Business Questionnaire

8-A2 Certificate of Incorporation /Registration

8-A3 Form CR12

8-A4 Copy of Valid Tax Compliance Certificate

8-A5 Certified copy of proof of Registration with NCA Category 6, 5 or 4

8-B  Form of Power of Attorney

8C Declaration of Tefsitkererds Knowl

8-D  Schedule of Major Items of Plant

8-E Schedule of Key Personrieand Signed CV

8-F Road Works Completed Satisfactorily Certified

8-G Schedule of ongoing Works

8-H A declaration that the bidder will not engage in any corrupt or fraudulent
practice and

8-1 A declaration that the person or his or her sukcontractors are not debarred
from participating in procurement proceeding

9 Schedule of Supplementary Information on Financial standings

9-A Audited Financial Accounts.

9-B Construction Turnover.

9-C Sworn affidavit on History of None Performanceand Ligation History

10  Work Execution Programme.

11 Priced Bill of Quantities

ok wnNPE

17.2

The format indicated above will be used without exception .Any document
compliant will not be evaluated

17.3

Original and two copiesto be submitted, Sealing and Marking of tenders wikhb@er
clause 17 of ITTCopy must be replica of the original

235

Examination of and Determination of Responsiveness
KWS6s determination of a Tender o6s r
the Tender itself without recourse to extrinsic ermce

(a) Details of experience and past performance of the tenderdthe contractor
must have:

i) Successfly compleed,as a prime contract@r management contracton

the execution of at leadwo (2) contracts of a similar nature an

comparable in completyi methods/technology or other characteristics
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the proposed contract withthe lastFive (5) Years, each with a minimun
value at least Kshs 7.5 Million (Kenya Shillings Seven Million Fi
Hundred Thousand Only).

i) Average annual Construction TurnoverkK$hs.25 Million, calculated ag
total certified payments received for contracts in progress or comp
within the last Three [3] years in the role of contractor, subcontractc
management contractor prior to the applications submission deadline.

The minimum qualification of key personnel are as listed:

(i) Ordinary Diploma in Civil Engineering with minimunSeven(7) years
experience in road works f&ite Agent

(i) Ordinary Diploma Engineering Survey or Equivalent with minimunm
Five (6) years experience iwvad works for thesurveyor and

(iif) Ordinary Diploma Civil Engineering/Building and Construction with
minimum 3 years experience in road we&for Foreman.

(b) Equipment Capabilities: The bidder should list down, the major plants a
equi pnae pet €ciiede 4 of schedule of supplementary informati®n
Biddermust attaché evidence of ownership or hiring arrangements.

(c) Cash flow statement The biddershould demonstrate that the firm has acc
to or has available, liquid assets, unencumbered real dgse$sor credit, anc
other financial means sufficient to meet the construction cash flow for a
of 2 months, estimated at 20% of the estimated tender sum.

(d) Financial Capacity; Signed and stamped Auditedcountspalancesheetsand
computed workingcapitalfor the last three (3) years should be submitted
must demonstrate the soundness of

(e) Financial position/Ratios

The bidderdéds financi al i nformati on
and return orequity, and the point scale criteria on their financial position give
this basis.

(f) Bidders shall also submit proposals of work execution programme
sufficient detail to demonstrate
the technical spefications and the completion time

(g) The bidder must provideanost current andralid sworn affidavit within the
period of tendering A consistent history of litigatioror non performancs
against the Applicant may result in failure of the application.

(h) Thepass mark shall b&5%
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3.2.

SECTION Il (B): TECHNICAL EVALUATION CRITERIA

This Section shall apply to tenderers whose bids have been determined to be responsive and have met
all the Mandatoryrequirementsased on theuglification Criteria as pethe instruction to bidders.

The information to be provided in relation to each factor and the definitions of the corresponding
terms are included in the respective supplementary information Forms (Schedules). Table 3.2
summarises the post qualification s£o

The Technical Evaluation Committee shall examine tender documents and score them based on their
validity, accuracy and qualityable 33 on the other hand illustrates how the marks with be tallied

for ach bidder based on their responsiveness to\Wfere the bidder fails to meet the requirement,

the bidder shall be disqualified.

Table 3.2: Post Qualification Score.

The information to be provided in relation to each fagidable 32 belowand the definitions of the
corresponding terms are includiedhe respective supplementary information Forms (Schedules).

Table 3.2 Contractors Capability To Supervise and Perform the Works
Quialification Criteria .
Submission Requirement Compliance _and Score
ltem No. Subject Documentation
Equipment - Ownership list of_ re_quired equipme Clau_se 27.6 of ITT]
1 holding and/orCurrent athorization letter of hiring Section V,| 20
from M&T or reputable hiring company | Schedule 4
Provide Listof Key Site technical staff their Clause 27.5 of ITT
2 Key Personnel CVs and resume. . Section V,| 15
x - General Experience (CV), Schedule 5 '
g - Certified Qualification Certificate,
@ - Completion certificate, Taking Ovg
= Certificate or Subantial Comjpetion
% Certificateof at leasttwo (2) contractsof a
S similar nature and comparable
Q complexity, methods/technology and
2 other characteristics to the proposed cont
g Past relevan in the last 3 years each with a minimum| Clause Z.4 of ITT
<£ 3 work value at least Kshs 7.5 Million Section VII, | 15
S Experience - Average anoal Construction Turnover g Schedule 6 and 7
S KShs25 Million, calculated as totd
g certified payments received for contracts|
= progress or completed, within the last Tht
% [3] years in the role of contractor
g - Value of ongoing work must be < 50%
O Working Capital
g Litigation Clause 2611, of
g 4 history - Record of litigation in the previous 3 yeat ITT Section V,| 5
= Attach affidavit Schedule 9 (b
5 Bidder toprovidethe following:
© - Certified auditedaccounts for the lasthree
o [3] Financialyears Clause23.50f ITT
Financial - Cashflow projection ;
5 p 8 . . . Section V,| 15
Capability - Current financial soundness Financial Schedul®(3)
ratios, Bank statementor Line of Credit
currentin the last one montbf tendering
Sub Total Scoe 70
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Table 3.2 contractors capability to Supervise an
Qualification Criteria
- . Compliance
. Submission Requirement Requirement Score
Item | No. Subject
Bidder to stmit the following Proposals
in accordance with Clause 27.10 of ITT sect
VI
Mobilization i) Slrt]e lay plan out andSite Organization Section v
6 | Management Chart Sehedule 10 6
plan i)  Mobilizationand management plan for
V  material
V  Equipment
V  Personnel
Bidder to submit the following Proposals
o) in accordance with Clause 26df ITT section
c . VI
o uali and .
S Quality - Methodologywork execution Section VI,
S 7| Quantity Schedule 10 10
8 Managemeh - Proposals on material testing
B - Proposal on measurements
©
E - Photograph plan
g Bidder to submit the following Proposals
g Working in accordance with Clause 26df ITT section
= 8 Schedule ang VII Section VII, 4
Q ProjectedCash| 1. Signed work programme chart Schedule 10
c . .
S flow. 2. Signed Cash flow plan during the contrg
2 period.
Bidder to submit théollowing Proposals
in accordancewnith Clause 26.1of ITT section
VI
9 | Work safety| the following shall be provided; Section VI, 5
management | _ proposals on traffic control Schedule 10
- workers safety &
- accident prevention
Bidder to submithe following Proposals
Environmental | in accadance with Clause 26.@f ITT section .
- Section VI,
10 | and social| VII 5
. Schedule 10
management - Proposal on environmentaimpact and
social mitigation measures
Sub Total Score 30
GRANT TOTAL TECHNICAL SCORE 100

Bidders whose shadicore 5% andabove shall proceed to financial evaluation stage.
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Table 3.3: Technical Score Sheet

Required References to be submitted in Tendering Forms from Tender for eaminditated in
section Il (A)

Evaluated score
for Each Bidder

Item Subltems No Reqd Distribut | - Maxi X Y z
ed Score| Score
Concrete Mixers and Vibrator 1 1
6 X 4 tippers payload 26tones 6 4
Equipment Water tankers (18,0@D,000lts. capacity) 1 2
holding Wheeled loaders (2m3) 1 2 20
Motor graders (9305kW) 2 5
Crawler Dozer (D6 and above ) or Excavatg 1 4
Self propelleéhgle drum vibrating (10 tons) 2 2
Minimum Qualification Dip in Civil 1
g Site Agent Exp. ¥rs and above 5
§ Signed CV 1
@ Minimum Dip in Civil Eng 1
3 Forman Exp.¥rs and above 3
L% Key staff Signed CV 1 15
o Minimum Dip. Cert in Suamey
> above 1
= Surveyor Exp3Yrs and above 1
% Signed CV 1
($) Completion
w Certificate for at leg :
g Past two simillar Works >2no. Projest 10
IS Kshs7.5Million
= relevant 15
S work Average ~annu
&) Construction Over lash years 5
Turnover of KShs.
Million
Sworn affidavit on Contractual misconduct and litigation 5 5
Certified auditd_20132016 FY3 Years) 5
accounts for the lg 20132015 F{2 Years) 2
) _ Three 3yrs 20152016FY1Years) 1
Financial Financial ratios 5 15
capability . J
Current Financi| Bank Statement current
Soundness ratios, months or current Line of ¢ 5
(Within the last one month)
§ I Site lay plan out andterial mobilization 1
e Mobilization Site Organization Chart 1
| management - 6
x plan Equipment maqqgement plan 2
fe) Personnel mobilization 2
S g . Methodology statement 5
‘_(,“, g Quaht_y and Proposals on material testing 2
g quantity Proposals on nsegements 2 10
o 9 | management
T4 PhotographiRan 1
E Work schedulin Work Programme charts 2 4
' Cash flow plan 2
§ Work safety Traffic control, and accident prevention 2 5
— management | Workers safety 3
Enviromental and social management I 5 5
TotalScord 100
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3.4

The bidder is provided with the following checklist to confirm if the bidders is complete and

responsive.

Prequalification Checklist for Completness and responsiveness

Table 34: Prequalification Checklist for Completness and responsiveness

S/No. | Completeness and References Required
responsiveness criteria
1 Form of Bid Section IV Amou_nt must be indicated, Properly éd
and sign
. Unconditional guarantee, in the form
2 Bid Security ﬁ.e.lf:t(':?;uls\é’ p and coulitions provided
" | Must be valid for 120days
3 Eligibility ITT clause2.1 | Provide all information requested,
Properly fill and sign and Provide g
) . : . information requested;onflict of Interest|
4 gﬁgl‘slggzgzlirlgusmess ggﬁtelgnlgll explicitly StatedCopy of National ID or
passport for all directors and certifi¢
copy of Form CR12
Certified copies by commissioner
5 Tax Compliance Certificate ITT clause2.1 | Oaths, Valid as at the date of Teng
opening
Category8, 7 or 6. Certified copies by
6 Registration witiNCA ITT clausse2.1 | commissioner of Oathand \alid as at the
date of Tender opening
Copy of Certificate certified by th
7 Certificate of Incorporation| ITT clause2.1 | commissioner of oathend valid as at the
date of Tender agming
Section V, . ,
8 Form of Power of Attorney Schedule 2 Properly fill and sign
Attendance of prbid site visit, Signing
Certificate of Tenderer sit| Section V, of atte_ndance register. ~ In add't.'
9 visit Schedule 3 declaration of Knowledge of sit
Cerificate must be signed by thei d d
representative
Schedule of Major Items d Section V, Fill properly in the format given, proof g
10 Plant Schedule 4 ownership and sign
Section V Fill properly in the formagiven and sign
11 Schedule of Key Personne ' andalsoattach CV and Certified copies
Schedule 5 PN e
qualification Certificates
12 Road Works Complete| Section V, Fill properly in the format given and sig
Satisfactorily Schedule 6 and attach copies of completion certificz
. Section V, . . . .
13 Schedule of ongng Works Schedule 7 Fill properly in the format given and sigr
14 Basic Labour rate Section V, Fill properly in the format given and sigr
Schedule 8
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Table 34: Prequalification Checklist for Completness and responsivenegsso nt 6

Schedut of other Section V
15 supplementary, informatio| ' »| Fill properly in the format given and sign
. . . Schedule 9
[Financial standings
o _ ITT clause Fill properly in the fo_rmat given and sign als
16 Litigation History 235 attach sworn affidavit that as current as th
' month of tendering
. Fill properly in the format given and sign als
17 History of Nor ITT clause attaF();h 2W0¥n affidavit thatgas current ags the
performance 27.12 .
month of tendering
Section V,
18 Work Execution zched#;%éc Must be provi.ded in the format given, brief
Programme 32 clause and to the point
235
19 Priced Bill of Quantities flzzt;nml ' Fill all rates, prices and amounts
Clause The Forms, BOQ and Schedules provided i
20 Preparation of the Tenders 8&9of the | the tendedocuments to be properly filled
ITT without exception
Section I,
21 Copy of Bid Document clause 10 | Two copies andReplica of the Original
17.3
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SECTION IV:

FORM OF TENDER AND TENDER SECURITY
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FORM OF TENDER
Name of Contract:

The Director

Kenya Wildlife Service,
P.O Box 40241,
Nairobi

Dear Sir,

In accordance with the Conditions of Contract, Specifications, Drawings and Bills of Quantities/Schedule of
Rates for the execution of the above named Works, we, the undersignetbaffenstruct, install and
complete such Works and remedy any defects therein for the sum  of
KSNS... s [Amount in figures]

Kenya ShillingsS.......cooooiiiiiii [Amount in words]

2. We undertake, if our tender is accepted, to commence the Works on the commencement date and to
complete the whole of the Works comprised in the Contract within the time stated inpibiedhp

3. We agree to abide by this tender until .........cccccoviiiiinnnnnnn. [Insert date], and it shall remain
binding upon us and may be accepted at any time before that date.

4. Unless and until a formal Agreement is prepared and exeduitetehder together with your written
acceptance thereof, shall constitute a binding Contract between us.

5. We understand that you are not bound to accept the lowest or any tender you may receive.

Dated this ... day Of oo, 20, i

SIGNALUIE ...oevvieeeeeeeeeeeeeeeeeeee e in the capacity Of........cccooiiiiiiiiii s s

Duly authorized to sign tendefe and on behalf of

......................................................................... [Namef Tendere} of
.......................................................................... Addiess of Tenderer]
Witness

NI e
AAAIESS. ..o
A [ = (= SRR

D 7=
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APPENDIX TO FORM OF TENDER

This Appendix to Form of Tender forms part of thgreement(Note: with the exception of the items for
been

whi ch t he

Empl oyer 6s

information before submitting his offer.)

requirements have

CONDITIONS OF CONTRACT CLAUSE | AMOUNT

Bid Security 13.2 Kshs.150,000.00

Amount of Performance Security 5% per cent of Contract Price in the form of

(Unconditional Bank Guarantee) 4.4 Unconditional Bank Guarantee

Submission of Performance Security Submitted by thd 4" day from the date of award letter

Progranme to be submitted 79 Not later than 14 (fourteen) days after issuance of Or(
to Commence

Cash flow estimate to be submitted 79 Not later than 14 (fourteen) days after issuance of Or(
to Commence

M_lnlmum amount of Contractors All 0.3% of the Contract Price

Risk Insurance @ver

persons and damage to property 141 Contractor to indemnify employer against claims

Workers compensation ' those in employment of the contractor

Submission of Contractors All Risk Submitted by the 4day from the date of award letter

Insurance Cover

Currency of Payment 11.7 Kenya Shilling

Period for commencement, from

. ~ 7.1 14 days
Engineerdéds order t
Time for Completion 7.1 6 months
5 - — 5

Amount of liquidated damages 74 0.05% of the contract price per d&y a limit of 10% of
contract sum.

Limit of liquidated damages 7.4 10% of contract sum.

Defects Liability period 9.1 and | 14 days calculated from the date stated in the n¢

Y 11.5 under sub clause 8.2

From contract awardp to the date of settlement of the

Period of Contract Validity 14.1 agreed final statement issued pursuant to clause 60.€
rendering the contractor
employer effective.

. 11.4 and . o

Percentage of Retention 115 5% of Interim Payment Certificate

Limit of Retenton Money 114 10% of Contract Price

Minimum amount of interim certificates 11.2 10% of contract price

Time within which payment to be made

after Interim Payment Certificate signed 11.3 28 (Twenty eigh} days

by Engineer

Appointer of Arbitrator 15.3 The Chartered Institute of ArbitratorKenya.

Notice to Employer and Engineer

The Employer
The Director General,
Kenya Wildlife Service,
P.O. Box 40241 00100
NAIROBI

The Engineer
Head of Roads & Fleet
Management-,

Kenya Wildlife Service,
P.O. Box 40241 00100

NAIROBI
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FORM OF TENDER SECURITY

(Note: The tenderer shall complete only this form of bank guarantee. No other Form of Tender Bond or any
other forms of security will be accepted. Tenderers who fail to comply this requirement will be
disqualified).

WHEREAS [Name of tenderer].

€ééé. . eéééecceéeeeceeceeceececeee. . . eeeceeeceee
éééééééeécééeeeceee. . éegeeeececeeeeceeeeceee. .. . e. ee.
(Hereinafter called fithe Tenderer 0) éheadst .séu.bémi.tt ed
For the

éééééééeé. S éeéééé. éééeée. éé é
ééédéééecécéecececeeecceeceeececeeececeeeceecee ééééhereina
er called fAthe Bido

KNOW ALL MEN by these presents that we [Name of Bank]

éééééééeecécéecececeeecceeeeceeece.

o8
o8
o8
o
o
o
o8
o8
o8
o
o
o8
[0}
[0}
[0}

s 7z 7z £ 7 £ £ Z £ 7z £ 7z z £ £ 7z £ £ 7z s 7z 7z 7z 7 £ z z Z s 7z 7z £ £ 7z £ 7z Z sz

eeeeeeeeeeeceeceeeeee. . eeeeeeeee. . . eeeeeeeee. ... . e

of (Name of Countryhaving our registered offices at

eeeééeececeecéeéececeecééeece. éeeececeéceececcece

-
-
o
-
D
D
-
-

(Hereinafter called the Bank) are bound urfenya Wildlife Services (hereinafter C
Procurement Entityo) in the sum of (in words) Ken
Eééééeééecéée. . eéécéecéeeeceéeeceeceeeceece eéé € é.
(I'n figures) Kshs)éééééééééeééecéeecéeéeéecéececeeeceeeé

for which payment will be well and tiwtmade to the said Procurement Entity the Bank binds itself, its
successors and assigns by these presents.

s 2 J T

Signed for the said Bank this ¢é¢ééx0etée.ééé day of

[0S

THE CONDITIONS of this obligation are:

a) If the tenderer withdraws his Tendairohg the period of tender validity specified by the bidder on
the Tender Form; or
b) If the Tenderer refuses to accept the correction of errors in his bid; or
c) If the Tenderer having been notified of the acceptance of his tender by the Procurement Entity

during the period of Tender Validity

(i) Fails or refuses to execute the Form of Agreement in accordance with the Instructions to bidder
when required or

(i) Fails or refuses to furnish the Performance Security, in accordance with the Instructions to
bidder.
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We undertake to pay to the Procurement Entity up to the above amount upon receipt of his first written
demand, without the Procurement Entity having to substantiate his demand, provided that in his demand the
Procurement Entity will note that the amourdicied by him is due to him owing to the occurrence of any

of the above conditions, specifying the occurred condition or conditions.

This guarantee will remain in force up to and including thirty (30) days after the date of expiration of the
tender validiy, as stated in the Instructions to bidders.

At the request of the Procurement Entity the Tender validity period may be extended by mutual agreement
between the Procurement Entity and the bidder and we undertake to extend the validity of this surety
accadingly without you having to inform us of such an extension of the Tender validity period if within
this period the bidder has been notified of the acceptance of his Bid. This Surety shall remain valid up to the
time the Contract Agreement has been exaztut

SIGNATURE AND SEAL OF THE BANK

ée.

NAME OF THE SIGNATORY:

,,,,,,,,,,,,,,,,,,,,,,

éééeécéeééeeéeee. éé. ... DATE....ooi e geéeéeéeeéeé.

,,,,,,,,,,,,,,,,,,,,,

eeeeeeeee. . eeeecece. . eeececee.

NAME OF THE WITNESS:

,,,,,,,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,,,,,,,,,

eééeééécéécéceeeéeecece. EéeéDATEeéeeecee. é. , é é .

ADDRESS OF THE WITNESS :
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SECTION V:

SCHEDULES OF SUPLEMENRA INFORMATION

Road Maintenance Works for the Financial Year 2016-2017

34



Tender Document for Procurement of Road Maintenance Works Tendering Procedur

SCHEDULE 1: CONFIDENTIAL BUSINESS QUESTIONNAIRE
REPUBLIC OF KENYA

CONFIDENTIAL BUSINESS QUESTIONNAIRE

This Confidential Business Questionnaire of the Government of Kenya shall be completed by the Bidder or
by each member of a Joiventure if the Bidder is a Joiménture.

You are requested to give the particulars indicated in Part 1 and either Part 2 (a), 2(b) or 2(c) whichever
applies to your type of business. You are also advised that it is a serious offence to give fals¢iagmfon

this Form.

Part 1 - General:

Busi ness Name:

Location of Business Premises ¢éégé.

Pl ot No. ... .. 66¢é..................Street/ Road

Post al Address. . . .. . . . . ... ... ... . .....86¢86¢cpéctcte. T
Nature of Business...... €é. ééeéeééeéeeceeeeceeceeeceeceeeceeeceece. é.
Current Trade License No. O - I - - -

Maximum value of Business which you can handle at any one time:

Ks hs. A < Y= W < N < N = NN < W < W < N < T < MO < W < W < N < < N = W < NN < W < N < M é..
Name of your Bankers ...
2] = 1 (o] o TP

Part 2(a)- Sole Proprietor

YourName in fullé. ... .. ... .. ..........¢€8¢.
Age: e < S - B
Nationality ....Country.of . OrigiLeééé. ...........

* Attach Copy of CitizenshigCompulsory)
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Part 2(b)- Partnership:
Give details of partners as follows:

Name Nationality Citizenship Details*  Shares
lééééeééeéééeéeleécéeeeéeélécéeceéeéeéeleéeéceceecée
2é6éécécéeeéééeeéeéeecéééeeeé2éeéeceééee2ceéeéeeecetd
3ééééecéceéééeeéeléeéééeeéélééeceéeéeeldleeeéeeeetd
Note: Attach proof of citizenship (Compulsory) and Certified Copy of Form C12 (Compulsory)

Part 2(c)i Registered Company

Give details of partners dsllows:

Private or Publicééééeéécécéécéecéée. écéeéécéececéecécééecée
State the Nominal and Issued Capital of the Company

Nominal Shares (Kshs) Issued Shares (Kshs)
€éécéeéécée eéeéécécé

Give details of all directors as follows:

Name Nationality Citizenship Details* Shares
léééeééecéecééee éeéeéecéecé eéeééecéecé eéécéecéecé
26ééeéeecéééeee éececééece eéeééeéeé éééeéeéeéecéeé
3ééécéeééeecéeé éeééeéecéé eéeééeéeéd eééeéeéeéecéeé
4éeéecéeéecé éeéeéecéeéé eéeééecéecé eééécéecéeceé
Fééeéeéecéeeéeeeé éeéécéeéé eéeéeéecéecé eééecéecéeceé

Note: Attach proof of citizenship (Compulsory) and Certified Copy of Form C12 (Compulsory).

Part 2 (d) Interest in the Firm:

Are there any person / persons in Kenya Wildlife Service who has interest in this firm? [Magk No

in the box alongside as necegsar

Date:.....ooiiiiiiiieeeees Signature of Tenderer.
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REGISTRATION, COMPLIANCE AND STATUTORY DOCUMENTS

Please attach the following documeaisl any other requested in this salledfter this page
i) Certified copy of Certificate of incorporativagistration

i)y  Certifiedcopy of Form CR12

iii)  Valid tax compliance certificate

iv)  Certified copy of proof of registration with the National Construction Authority (NCA) in Categjory
5 or 4as a oads contractor.
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SCHEDULE 2: FORM OF WRITTEN POWER OF ATTORNEY

The Bidder shall state here below the name(s) and address of his representative(s) who is/are authorized to
receive on his behalf correspondence in connection with the Tender.

eeéééécecééééeecéééeeceééccee
(Name of Bidder's Representative in block letters)

-
-
D
D
D
-
-
-
D
-
-
-
-
D
D
D
-
-

eééeceéeééeééeecéeééceké
(Address of Bidder's Representative)

(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]
(0]

eééeéeéécécéceeeéececeeceeceeeecececeeceeceeceeeeecece
(Signature of Bidder's Representadv

Alternate:

eééecéeééeéécéecééeééecéecéeéécéecéecéeecéeceed.
(Name of Bidder's Representative in block letters)

(0]
(0]
(0]
(0]
(0]
(0]
D
D
D
(0]
(0]
(0]
(0]
(0]
(0]
D
(0]
(0]
D
D
D
0]
(0}
(0]
(0]

cEééééeéécéeceéeeeceé
(Address of Bidder's Representative)

eééecéeééecéécéeéécké
(Signatureof Bidder's Representative)

(0]
(0]
(0]
D
(0]
(0]
(0]
D
D
(0]
(0]
(0]
(¢
(¢
(¢
(0]
(¢
(¢
(¢
(¢
(0]
(0]
(0]
(¢
D

*To be filled by all Bidders.
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SCHEDULE 3:

1. Thisis to certify that

DECLARATI

7

7

7

7

7

7

7

7

ON OF

s

s

s

7

z

z

TENDERER®GS KNOWLEDGE O

7

s 7z £ 7z £ £ z £ £ 7z £ =z

[ Name/ s] ééééééeéeéééecéeééceéeéeeceééecéeéeécecé

Being the authorized representative/Agent of [Name of Bidder]

é

s

e

has

é

s

e

é

s

e

undertaken the inspection

é

s

e

é

7

e

é

7

e

é

7

e

é

s

e

é

s

e

é

s

e

é

7

e

é

s

e

é

s

e

é

s

e

é

s

e

of site in accordance with

é

7

e

bidding for routine maintenance of

2. Having studied the tender document, | carefully examined the site to make

7

s

e

e

a

7

e

s

e

7

e

s

e

d

ocat

é

7

e

é

7

e

é

s

e

é

s

e

é

s

e

of

é

7

e

é

s

e

é

s

e

é

s

e

é

s

e

o
o
o
[0
[0
[0
o
o
[0
[0
[0
[0

the instruction to

s 7 7z 7z £z 7z 7 7z z

eeeeeeeece

[N
[N
(¢}

; 7z 7 2z £ 7z Z £ z z £ Z

eeeeeeeeeeceece

projec

local conditions likely to ifluence the works and cost thereof.

-

-

myself familiar with the

3. | further certify that | am satisfied with the description of the works and | understand perfectly the
scope of the works as specified and implied in the performance of the contract

s

sr

s

7

s

Signedand Stamped é . é éé & éééécéééééeécéééeéeéecéeé.

(Bidder 6s

NOTE: This form Must be completed and duly signed.

Representative)

-

-

-
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SCHEDULE 4: MAJOR ITEMS OF CONSTRUCTION PLANT AND EQUIPMENT

ltem Equipment Details Minimum No. of | Date of Arrival
No. Number equipment to be| on Project
Required for the | made available| (Days after
Contract for the Contract | commence)
Execution by the Bidder
0] Motor graders (93 205kW) 1

Hydraulic crawler mounted Dozer (D

(i) and above or excavator) 1

(iii) Wheeled loader (2 1

. 6 X 4 tippers payload 1620 tones

(iv) 5n?) 2

W) Self propelled single drum vibrating 1
(10 tons)

. Water tankers (8,00016,000 lts.

(vi) . 1
capacity)

(vii) Mobile concrete mixers (0.3nand 1

vibrators

The bidder shall enter in this schiel all major items of plant and equipment which he proposes to bring to
site. Only reliable plant in good working order, and suitable for the work, shall be shown on this Schedule.

The bidder must attach proof of ownership or authorized letter ofdpreable agencies.
| certify that the above information is correct

///////////

Signature of Tenderer: eééecéecéecéé Dat e: eééeé

///////////////////////////

Na me of Signatory: eeeeceeeeeeeeee. . eeeeeeeceeeeee
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SCHEDULE 5: KEY PERSONNEL

i) Key Personnel proposedy Tenderer

The Bidder shall list in this schedule the key professional and technical personnel he will employ,
providing Proof of qualifications, experience, position held and nationality.

Name of Key Staff Designation Required
L Ordinary Dip in Civil
Site Agent Qualification Engineering/Equivalent
General Experience At least 7yrs
e Ordinary Dip in Engineering
Qualification Survey/Equivalent
Surveyor
General Experience At least 3 yrs
e Ordinary Dip in Civil
Qualification Engineering/Equiglent
Foreman
General Experience At least 5yrs

| certify that the above information is correct.

The CVOs

of

for

Tenderer:

each of

rasentedpirr tbefpranat endicatéd @nythe séxtopade.d
Certified copies of the resumes for each key staff must be attached

,,,,,,

eeeeeee.

s
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a) Format of Resume of Proposed Personnélse the same format for all other required staff)

Proposed Position

Name of Pesonnel Date of birth
Personnel
information

Professional qualifications

Years of Experience Years with present employer

Present Present Empl oyerds Name:

employment
Job Title

Name of
Contact Telephone No
person
(Supervisor) E-mail

From | To (Summarizeprofessional experience, in reverse chronological order. Indi
particular technical and managerial experience relevant to the project)

Company / Project / Position / Role in project

,,,,,,,,,,,,,,,

Signature of Proposed StaffatéeééécéééeééééeéD

Note: Please attac@ertified Copies of Qualification Certificates
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SCHEDULE 6: SCHEDULE OF ROADWORKS CARRIED OUT BY THE TENDERER IN THE LAST FIVE (5) YEARS

YEAR
N VALUE OF COMPLETED
DESCRIPTION OF WORKS CLI ENT6S NAME WORKS (KShs) * | AND/OR
REMARKS

| certify that the above works were successfully carriedlmdtdérs musfttach Completion Certificates /Substantial completion certificateor
as requested in Table 3.2 in Section lll: Technical Qualification Criteria.

Signature of bidder:

céhbetecéééééééééeé
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SCHEDULE 7: SCHEDULE OF ONGOING PROJECTS

Bidders should provide information on their current commitments on all contracts that have been awarded, or for whicfi iatktteor acceptance has been
recaved, or for contracts approaching completion, or for which an unqualified, or full completion certificate has yet teche issu

Name of Contract Procurement Entity's contact | Value of Works | Date of | Date of | Physically
address/fax (Kshs) commencement | completion ( completed
(M/YR) up to date

%

NOTE: Provide the requested information as per the table above. Information presented in other format will be accepted (yanreajraise
page of this format)

| certify that the abovevorks are being carried out by me and that the above information is correct

Signature of bidder: €6 EEEEEEEEEEe. . . . . e e e e e e e e e e e
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SCHEDULE 8: SCHEDULE OF LOCAL LABOUR BASIC RATES

The rates inserted in this schedule will be those used in determining changes in cost of local labour market.

LABOUR CATEGORY MONTH/SHIFT/HOUR UNIT RATE (KShs)

Skilled Labour

SemiSkilled Labour

NOTE: Categories to be gerally in accordance with those used by the Kenya Building Construction
Engineering and Allied Trade Workers Union and Ministry of labour

| certify that the above information is correct.

Signature of bidder: ééeeeedDac¢eécéce. céééceeceeee.
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SCHEDULE 9: FINANCIAL CAPACITY/CURRENT COMMITMENTS

1.

Financial reports for the lagtiree (3)y e ar s , bal ance sheet s, profi
reports for the last three calendar years with certified English translation wipgopiaate. List
them below and attach copies.

,,,,,,,,,,,,,,,,,,,,,,,,,,,
,,,,,,,,,,,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,,,,,,,,,,,

eeeeeeeeeeceeeeeceeeeceeeeeeece

Evidence of access to financial resources to meet the qualification requirements. Cash in hand,
lines of credit etc. Lisbelow and attach copies of supporting documents (bank to fill attached
form).

,,,,,,,,,,,,,,,,,,,,,,,,,,,
,,,,,,,,,,,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,,,,,,,,,,,

eeeeeeeeeeceeeeeceeeeceeeeeeece

Give Constructionturnover figures for each of thast Three (3) financial years. Quatemillions
and decimal thereof.

Type of\Work Year20152016 | Year20142015| Year20132014

Kshs. Kshs. Kshs.

Road works

Other civil engineering works

Other (specify)
Total

SUMMARY OF ASSETS AND LIABILITIES OF THE AUDITED FINANCIAL
STATEMENTS OF THE LAST THREE (3) FINANCIAL YEARS.

Year 2015-2016 Year 2014-2015 Year 2013-2014
Kshs. Kshs. Kshs.

. Total Assets

. Current Assets

. Bank credit Line Value
. Total Liabilities

. Current Liabilities

. Net worth (34)

. Working capital (2+31)

N[OOI W N

Note: Provide information in the specified format

(@)

Name/Address of Commercial Bank providing credit line

,,,,,,,,,,,,,,,,,,,,,,,,

////////////////////////////

eeeeeeeeeececeeceeeeeeeeeeceeeceeeee.

,,,,,

Tot al amount of credit |l i ne Kshs. eéééé. . éc¢E
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(Attach a certified copy of the current Letter of Line of credit from the Bank.)

(b) Attach certified copies of financial bank statements of the last six months.

4. Name, address, telephone, fele f ax number s of the Tendersodo B
if contacted by the Contracting Authority.

,,,,,,,,,,,,,,,,,,,,,,,,,,,
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

,,,,,,,,,,,,,,,,,,,,,,,,,,,,

eééeéeééeéécéecéeééecéeecéeééee. ..
5. Information on History of Non performing contract and current Litigation in which the Tenderer is
involved.

a) Provide Information on History of Non performing contract

OTHER PARTY (IES) CAUSE OF DISPUTE AMOUNT INVOLVED (KShs)

b) Provide Information on current Litigation involved.

OTHER PARTY (IES) CAUSE OF DISPUTE AMOUNT INVOLVED (KShs)

Note: (Provide a sworn affidavit for botipart 5 (a) and (b) )And all the requested information in
spaces provided in the schaé 1-9 must be duly filled by the bidder.

| certify that the above information is correct

Signature of bidder:éeééeéée......Eééééée Date: éé
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SCHEDULE 10: WORK EXECUTION PROGRAMME

Give a brief description of how you plan to carry outwweks within the contract period. The Works execution
programme should include all relevant information to the project. The information given should be clear, not
flawed description and compliance to standard and special specification.

Note: Works Executm pr ogr amme is different from form fApro
Standard Specification for Roads and Bridge Const
Works Execution Programme (WEP).

The WEP will be used hand in hand with Swmm@on Checkist Manual indicated in SectionlX and the
Supervision Checkst sheet in Appendix Il below of the Tender Documfemtevaluation of the contractors
performance and scoring during works execution

The Content s of Works Execution Prograenshall include:

il General information

a) Project data

Project name,

employer,

implementing agency

contract period,

date of completion,

defects liability period,

date of submission of works execution programme,
b) Scopes of works

> > >y > D>y > D>

A brief description of thenpject which includes major work items
Mobilization Management Plan

p>

Site office Plan and site organization chart,

p

Material mobilization plan

p

Personnel management plan

p>

Equipment management plan
iv.  Work execution schedule
a)Signed Programme of works
b)Signed casflow plan during the contract period

It is desirable that work execution schedule includes time frame of each activity such as in bar chart
format.

v.  Quality and Quantity Management
M Method statement
This includes Work procedures, order and methods forugirec
1 Proposal on material testing.
1 Proposal on measurements
1 Photograph plan

The bidder shall provide a photograph plan to record the progress and proof of quality control,
measurement and any event that may arise
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vi.  Safety management plan

This includes bunot limited compliance with safety rules and regulation, traffic control and detour
plans, emergency contact list

Vi, Environmental and social management plan

When the negative impacts on third parties during the execution are predicted, the management and
mitigation plans should be included in WEP.
Note:

Works Execution Programme to be submitted by the bidder shall not & pages and not more thave (5)
pages covering all the above stated items.
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SCHEDULE 11: DECLARATION FORM (DEBARMENT)

,,,,,,,,,,,,,,

To

The Director General,
Kenya Wildlife Service,
P.O. Box 40241 - 00100
NAIROBI

,,,,,,,,,,,,,,,,,,,,,,,,,,,

We (name and address) éééééééééécéeéééeeécéecéeéecéec

Declare the following:
a) Have not been debarred from participating in public procurement.
b) Have not been involved in and will not be involved in corrupt and fraudulent practices

regarding Public Procurement.

Name of Bidder Signature Date

(To be signed by authorized representative and officially stamped)
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SCHEDULE 12: DECLARATION FORM FOR NON T CORRUPT PRACTICES

| / We éééécéécééeéécééecéecéceéeéceéeé e éRpstoOffice Box
eééeéeééeééeéecéeééeéée. declare that
I/ We recognize that Public Procurement is based on a free, fair and competitigeng process which

shout not be open to abuse.

D
@

B

B

8

-
-
-
-
-
-
-
-
-
-

Il / We éééécééeééecééecéecéeécééecté
Declare that I/We will not offer or facilitate, directly or indirectly, angilucement or reward to any public

officer, their relations or busineassociates, in connection with tentier.

performance of the contract if I/We am/are successful.

Signed by
Directoror AuthorizedRepresentative. Name

S S S Y Y

ceeceeeee

o8
()
o8

éeé

-

Designati on

sz s rr s s sz A

ceececececeéeeeeeececee

[0
[0
(¢}
(¢}

Signatureééé

Dateéééeeeéécécéécéeée.
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CONDITIONS OF CONTRACT
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PART I: GENERAL CONDITIONS OF CONTRACT

The General Conditions of Contract of this contract are the FIDIC Short Form of CohRirstcEdition,
1999,published by the Internationak&eration of Consulting Engineers (FIDIC).

Notes

i. The General Conditions of Contract must be retained intact to facilitate its reading and
interpretation by tenderers is linked with the Conditions of Particular Application, referred to as
Part I, by theconsecutive numbering of the Clauses. Part | and |l together comprise the conditions
governing the rights and obligations of the parties.

il. In case of any inconsistency between the conditions contained in Part | and those in Part Il, the
conditions contaied in Part Il shall prevail over those of Part I.

iii. The Tenderer is deemed to have read and fully complied with the General Conditions of Contract.
A copy of Gener al Conditions of Contract [
Representative for pesal.

iv. Copies of the FIDIC Conditions of Contract can be obtained from:

FIDIC Secretariat
P.O. Box 86

1000 Lausanne 12
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PART II: CONDITIONS OF PARTICULAR APPLICATION

The following Conditions of Particular Application amplify or modify th®®F Short Form of Contract
in certain respects.

1 GENERAL PROVISIONS
1.1 Definitions
Add new Paragraph to sudause 1.1.8
1.18(@) fWeekb means a period of seven (7) consecu
1.1.8(b) fMonthd means cal endar month
Add new paragraph to sudbausel.1.20 to 1.1.25

1.1.20 fAppendixdo as referred to the Gener al Condi
Form of Tender.

1.1.21 ALabour and Equi p memeans vl snetlibds Mhewhibharhst of
the activities are carried out using labour and appropriptpment is only used when
it is more cost effective to execute the works.

1.1.22 A Pi ece médanmsthe dixed quantity of work to be done by an individual worker to
earn a fixed sum.

1.1.23 A T a srkeand the amount of work to be done by one individual worker ongiga
order to earn one dayds wage.

1.1.24 AYoung Rreansam mdividual male or female, who has attained the age of 16
years but has not attained the age of eighteen years.

1.1.25 2000 St means am ipitative by the Government of Kenya to improve the
maint enance of the countryds Road NetworKk
network approach, using appropriate technology, labased methods, local
resources and increased usage of sswle entrepreneurs.

1.2 Interpretation
Add subclause 1.2.1 a®llows
1.2.1 Words having the same meaning

In the Contract Documents different words and expressions having the same meaning
and value may be used. Such expressions are:

Bid

Priced Bill of Quantities
Letter of Acceptaoe
Authorized person

Tender

Schedule of Rates
Letter of Award
Engineer
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4

4.1

41.1

4.1.2

4.1.3

414

THE CONTRACTOR
General Obligations
Employment of Young Persons and Children

Contractor os attention i S drawn to the Emp
Employment of Young Persons and Chelar

Conditions of Employment of Labour

The Contractor shall observe and fulfil the following conditions in respect of all persons employed
by him in the execution of the Contraet:

a) Where possible, employ labour on a daily task basis. The size ofithead& shall be what
can reasonably be expected of a worker during a normal working day (8 hours).

b) The Contractor shall pay wage rates and observe hours and conditions of employment of
labour as established by Kenyan Laws and by agreement betweewwyErapbr other
recognized authorities and trade unions for similar trades or industries in the District where
this Contract work is to be carried out.

¢) The Contractor shall recognize the freedom of his employees to be members of trade unions.
The Contract r 6 s attention is drawn to the requir
The Contractor should note that if at least 25% of his employees are members of a particular
Trade Union Organisation, then he will be legally bound to recognise and negatiatbev
organisation.

Reporting Requirements

The Contractor shall, if required by the Employer, submit a return in detail in such form and at
intervals prescribed showing the staff and the number of several classes of labour employed by the
Contractor.

Contract with Employees

@) Working days

The Contractor shall recognize gazetted-namking days and allow in his programme of works
for these days, which he/she is not, expected to work.

(ii) Safety and Health

(@) The Contractor shall be responsible for the gadétll workers. In collaboration with, and
to the requirements of the local health authorities, the contractor shall ensure that first aid
equipment and stores are available on the Site at all times throughout the period of the
Contract.

(b) The Contractoshall be responsible for provision of potable water for the workers on site.
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4.1.5

4.1.6

4.4

(© In the event of any outbreak of iliness of an epidemic nature the Contractor shall comply
with and carry out such regulations, orders and requirements as may be made by the
Govanment or the local medical or sanitary authorities for the purpose of dealing with
and overcoming the same.

(iii) Contractor to Preserve Peace
The Contractor shall ensure that all his personnel on site comply with the Statutes,
Ordinances, Laws, RegulationsdaBy-Laws in force in Kenya and to prevent accidents or
any riotous or unlawful behaviour by or amongst all those employed on or in connection
with the works, and for the preservation of the peace.

Water for the Works

The supply of water shall be thesponsibility of the Contractor.

Environment

The Contractor shall take all reasonable steps to protect the environment on the Site and avoid

damage or nuisance to property. In particular, the Contractor shall carry out all activities in a

manner thatesures:

a) Minimum erosion and sedimentation deposition on the drainage works;

b) Maximum preservation of trees and shrubbery;

c) No entrance or accidental spillage of solid matters, debris and other pollutants and waste

into streams;

d) Utmost safety of all activiis on site.

Performance Security
Add the following at the end of this clause.
The performance security shall be valid until a date 14 days after the end of the period for

notifying defects. The Employer shall return the security to the Contractonviithdays of its
expiration.
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7

7.1

7.2

10

TIME FOR COMPLETION
Execution of the Works

Add new sukclause to 7.1.1:

7.1.1 Progress Review Meetings

Regular progress review meetings between the Employer and the Contractor shall be held at least
once a month. The Employeillndecide the time for each of these meetings.

Programme

Add three new paragraphs under this-8léuse

7.2.1 On award the contractor with the assistance of the Civil Works superintendent shall
prepare a Works Execution programme for approval by trggnEar. The programme
shall take cognizance of the existing road condition, maintenance needs and the weather.
The Engineer may adjust this programme to fit with the cash inflow from Kenya Roads
Board.

7.2.2 Intended Construction Procedures, Order and methods

The Contractor shall show in the programme of works, the procedure, order and methods proposed

in carrying out works with specific emphasis on the labour requirements, equipment utilisation and

productivity.

7.2.3 Works Execution Programme Updating

Within the intervals stated in the Appendix, the contractor shall submit updated Works Execution
Programme of the works.

CONTRACT PRICE AND PAYMENT
10.1 Valuation of the Works

Add the following sukclauses:

10.1.2 Price Adjustment

This is a firm contract and no priegjustment will be allowed as a result of changes in cost and
legislation
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SECTION VII:

MINISTRY OF ROADS SUPPEVISION CHECKLIST

The manual refers to Supervision Check List for
performance, 2011 November.
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SECTION VIII:

MINISTRY OF ROAD MAINTENANCE MANNUAL, 2010
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SECTION IX:

SPECIFICATIONS FOR ROUTINE MAINTENANCE REHABILITATION AND SPOT
IMPROVEMENT WORKS
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Standard Specification

Where required, material to be incorporated in the works shall comply with the relevant section of the
Standard Specification for Roads and Bridge Construction, 1986 Edition published by the Ministry of
Transport and Communication.

Whenever ef erence i s made to AThe Engineero in the

with the term AEmployero or AEmMployeré6és duly aut

the Conditions of Contract.
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SPECIAL SPECIFICATIONS

SECTION 1: GENERAL

101

102

104

105

107

LOCATION AND EXTENT OF SITE

The Project is located ikisite-MpungutiNationalMarine Park The total length of the road is
approximatelyzkm.

EXTENT OF CONTRACT.

The extent of works undehit particular contract entaits:
i Site Clearance and spoil of unsuitable material
Culverts and drainage works

Passage of traffic

Grading and gravelling works

=A = =4 =4

Any other works that may be instructed by the Engineer
PROGRAMME OF EXECUTION OF THE WORKS

The contractor shall provide the works programme, required under clause 14 of the Conditions of Contract,
within 14 days of receipt of the Engineer's Order to commence work.

The programme shall be -@rdinated with climatic and other conditions to providethe completion of the
works in the order and by the time specified.

The Contractor shall carry out the contract in accordance with the programme agreed with the Engineer, but
he shall in no manner be relieved by the Engineer's approval of the prografiiriseobligation to complete

the works in the prescribed order and by the prescribed completion date and he shall from time to time
review his progress and make such amendments to his rate of execution of the works as may be necessary tc
fulfill his obligations.

ORDER OF EXECUTION OF WORKS

In addition to Clause 105 of the Standard Specification the Contractor shall carry out the Works such that a
continuous and consecutive output of fully completed work is achieved. The Resident Engineer shall be
remi red to check the contractords work execution
Appendix Il to these Special Specifications.

TAKING OVER CERTIFICATE

The minimum length of road for which a taking over or completion certificadtebeiissued is shall be the
whole road when completed.
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109

117

121

NOTICE OF OPERATIONS
Add the following sub- Clause:

Notification Terms

I't shall be the Contractorébés responsibility to no
completed and readfor approval, and the contractor shall give sufficient notice to allow control test to be
performed.

Explosives and Blasting

(&) The requirements of the Laws of Kenya governing explosives and other requirements and regulations of
Government of Kenya and othauthorities shall be complied with.

(b) No explosives of any kind shall be used without prior written consent of the Engineer.

(c) The Contractor shall be solely responsible for the provision, handling, storage and transporting of all
explosive ancillary materigand all other items of related kind whatsoever required for blasting.

HEALTH, SAFETY AND ACCIDENTS
Add to SubClause 19.1 the following:

In addition to providing, equipping and maintaining adequate first aid stations with minimum of the
following items-Non Stick wound dressing, election of plaster/band aids, Crepe bandages,Gauze and cotton
wool, Antiseptic solution (washing wounds), Oralngdration sachets,

Antiseptic creanii Betadine, Burnol, Pain killers Panadol, Disprin, Anti diarrhdemmodium Diadis,
Charcoal, Anti histaminé Piriton, Triludan, Anti nausea Stemetil, Antibioti¢ Amoxil, Septrin, Surgical
gloves Eye ointment throughout the works in accordance with the Laws of Kenya, the contractor shall
provide and should provide contactcawritten MOU with local dispensary or medical clinic during the
duration of the Contract.

Such dispensary shall be with a qualified Clinical Officer / Nurse who shall offer the necessary medical
advice on HIV and relatedtdibsétasés SotehetBhfinee

The Contractor shall allow for this in the rates and be responsible for all site welfare arrangements at his
own cost.

DIVERSION OF SERVICES

(a) The Contractor shall acquaint himself with the location of all existing services suelephone lines,
electricity cables, water pipes, sewers etc., before execution of any works that may affect the services.
The cost of determining the location of the existing services together with making good or repairing of
any damage caused all teethatisfaction of the Engineer shall be included in the Bid rates.

(b) Subject to the agreement with the Engineer, the Contractor shall be responsible for removal of
alteration and relocation of existing services.

(c) The Contractor shall indemnify the Employegaist claims originating from damage to existing
services or works.
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123

124

128

129

139

143

LIAISON WITH GOVERNMENT AND POLICE OFFICIALS

The Contractor shall keep in close touch with the Police and the other Government officials of the area
regarding their requirements ihe control of traffic or other matters, and shall provide all assistance or
facilities, which may be required by such officials in the execution of their duties.

LAND FOR ALL CAMPS SITES AND FOR THE CONTRACTOR'S OWN PURPOSES,
INCLUDING TEMPORARY WORKS.

Notwithstanding Clause 124 of the Standard Specification all requirements of land for temporary works and
construction purposes shall be to the approval of the Engineer but the Contractor will make all necessary
arrangements with the property owners coned and pay all charges arising there from. On or before
completion of the Contract, the Contractor shall remove all temporary works and shall restore all such land
to the condition in which it was immediately prior to the occupation thereof as faressanable and
practicable. No separate payment will be made to the Contractor on account of these items and the
Contractor must make due allowance for them in his rates.

Notwithstanding Clause 120 of the Standard Specifications, the Contractor shetjured to appoint a
competent surveyor who will liaise with the Engineer on matters related to the demarcation of the existing
road reserve, site measurements, removal and reinstatement of existing services.

STORAGE OF MATERIALS

All materials shall bestored on Site in a manner approved by the Engineer and the Contractor shall carefully
protect from the weather all work and materials which may be affected thereby.

TEST CERTIFICATES

When instructed by the Engineer the Contractor shall submit cetéf of test from the suppliers of
materials and goods required in connection with the works as the Engineer may require.

Such certificates shall certify that the materials or goods concerned have been tested in accordance with the
requirements of the spiications and shall give the results of all the tests carried out. The Contractor shall
provide adequate means of identifying the materials and goods delivered to the site with the corresponding
certificates.

PRIME COST SUMS

The Contractor will be @id on a prime cost basis plus a percentage for overheads and profits under relevant
items of the Bills of Quantities.

ENVIRONMENTAL PROTECTION

The Contractor shall ensure so far as is reasonably practicable and to the satisfaction of the Engibeer; tha
the impact of the construction on the environment shall be kept to a minimum and that appropriate measures
are taken to mitigate any adverse effects during the construction.

(&) After extraction of materials, all borrows pits shall be backfilled testtisfaction of the Engineer. In
particular borrow pits near the project road shall be backfilled in such a way that no water collects in
them.

(b)  Spilling of bitumen fuels Oils and other pollutants shall be cleared up.

Road Maintenance Works for the Financial Year 2016-2017 59



Tender Document for Procurement of Road Maintenance Works Terdering Procedure

SECTION 3: SETTING OUT & TOLERAN CES

301 SETTING OUT

a)

b)

In addition to the provisions of clause 3.01(a) if the traverse points to be used for the setting out are
close to the existing carriageway and interfere with construction works then the Contractor will have
to relocate them to Ebcation where they will not be disturbed. Theardinates and heights of all
traverse points so located shall be listed and provided to the Engineer for checking and/or approval.
Contractor shall also monument the new centreline every 200m alondhstai all salient points

along curves by a pin in the concrete beacon before commencement of any works.

The road reserve boundary posts shall have 12mm diameter steel pins embedded in concrete, 200mm
long with 25mm exposed to the air, sticking out formtdp surface. This pin shall be-oinated

and heighten and result of the same shall be provided to the Engineer for approval. Cost of these
works shall be included in the rates as no separate item has been provided.

Commencement of the works shallt i@ permitted until this basic survey data has been provided and
approved by the Engineer for at least 5 Kms of the road

Detailed Setting Out

The reference peg shall be 50mm by 50mm in section, 600mm long and driven 400mm firmly into the
ground and paited white above the ground. The offset from the centre line shall be indicated by
small nail 20mm to 25mm long with its head flush with the top of the peg.

Chainages, offset and reference elevation shall be clearly indicated to the sides of the peg to the
satisfaction of the Engineer.

After cutting of benches and prior to commencement of earthworks or subgrade works, Contractor
shall take crossections again and submit the copy of the same to Engineer for agreement. These
crosssections shall then be usad basis of measurement for all subsequent layers, unless otherwise
stated.
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SECTION 4: SITE CLEARANCE AND TOP SOIL STRIPPING

401 SITE CLEARANCE

Site Clearance shall be carried out as directed by the Engineer.

047 507 002: Grass Cutting (Manual)

Grass shall be defined as any form of plant growth including small shrubs having a girth of not more than
100mm measured at height of 150mm above ground level.

The grass shall be cut to height of not more than 50 mm above the ground. The width limite stsall b
instructed by the Engineer. All cut grass shall be removed from the carriageway, side drains, mitre drains
and inlets and outlet drains of structures/culverts and deposited in approved spoil dumps

Burning of the grass shall not be allowed and card beataken not to damage roadside fixtures such as
signs and marker posts.

This activity shall be carried out twice, each time before the rainy season or as shall be instructed by the
Engineer.

Work Method
The Contractor shall use labour to carry ous item of work.

Quality Control

The road width for grass cutting shall be measured using tape measurgnaintvals and shall be
visually checked to be free of grass after the operation.

Measurement m2
The unit of measurement shall be square mefrgsass cut.

Payment

The unit rate shall be full compensation, for labour, materials, tools, equipment and any incidental costs
required to carry out the prescribed works.

047 507 003: Bush Clearing

This activity involves removal of small trees, shribsl bushes all including their root system so as to
prevent regrowth. In addition, the Engineer may order the trimming of branches of large trees so as to
improve visibility. The width limits shall be as instructed by the Engineer.

The cut down materialhall be collected into heaps away from the side drains and where it shall not block or
interfere with visibility problems.

Burning of cut bush and removed trees or branches shall not be allowed.
Work Method

The contractor shall udeabour to carry out tis item work

Quality Control
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402

403

The width for bush clearing shall be measured using a taperatibtgrvals and shall be visually confirmed
to be free of trees or bushes.

Measurement _: m?

The unit of measurement shall be the area in square metres.

Payment

The unit rate shall be the full compensation, for labour, materials, tools, and any incidental costs required to
carry out the prescribed works.

REMOVAL OF TOPSOIL
Topsoil shall include removal of up to 200mm depth of any unsuitable material asdliogdhe Engineer.
REMOVAL OF STRUCTURES, FENCES AND OBSTRUCTIONS

When instructed by the Engineer, the Contractor shall demolish or remove structure and payment for this
shall be made on day works basis.

047 507 008: Clearing of Obstructions

This activity shall involve to the following tasks:
i Inspection of the road section(s) included in the contract daily.

i Removal of all obstruction such as fallen trees/ branches, rock fall, landslides, broken signs, etc. away
from the roadway road side drains, mitre drains and other drains, inlets and outlets of drifts, culverts
and other structures and the safe disposal thereof outside the road formation width.

i Removal of dead ani mal s& <c ar c a sgsthes asalveategd byftloer t h
Engineer. Liaison with the Police may be necessary.

Work Method

The contractor shall usabour to carry out this item of work

Quality Control

The road section shall be visually checked for any obstruction.

Measurement

The unit d measurement for this item shall lnenp sum per Km for the contract period.

Payment

The unit rate shall be the full compensation for the provision of labour, and tools necessary to carry out the
tasks listed above.
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SECTION 5: EARTHWORKS

504 PREPARATION PRIOR TO FORMING EMBANKMENT

Where benching is required for existing pavement to accommodate earthworks subgrade or subbase for
widening the road, the rate for compaction of existing ground shall be deemed to cover this activity.

Excavation in the pavemewnf the existing road shall be kept dry. In the event of water penetrating the
underlying layer, construction of the subsequent layers shall be postponed until the underlying layers are dry
enough to accommodate the construction plant without deformiatherwise showing distress.

Step construction shall be carried out per layer at the joint where excavating both vertically and
perpendicular to the direction of the travel. The step shall be 500mm perpendicular to the direction of the
travel and 150mm vécal unless otherwise instructed by the Engineer.

Special care shall be taken when compacting the new material at the joint ensuring that specified density is
achieved.

505 CONSTRUCTION OF EMBANKMENTS

Only material approved by the Engineer shall be usedill in embankments. Material with high swelling
characteristics or high organic matter content and any other undesirable material shall not be used, unless
specifically directed by the Engineer. Unsuitable material shall include:

(i)  All material cortaining more than 5% by weight or organic matter (such as topsoil, material from
swamps, mud, logs, stumps and other perishable material)

@iy All material with a swell of more than 3% (such as black cotton soil)
(i)  All clay of plasticity index exceding 50.

(iv)  All material having moisture content greater than 105% of optimum moisture content (Standard
Compaction)

Subgrade Shall mean upper 300mm of earthworks either insitu or in fill and subgrade shall be provided for

as part of earthworks operatio and payment shall be made as #Afill ¢

CBR of not less than 8% measured after-day soak in a laboratory mix compacted to a dry density of

100% MDD (AASHTO T99) and a swell of less than 1%.

Subgrade repair. Where diected by the Engineer, any localized failure in the subgrade shall be repaired by
filling in selected soft, hard or natural of minimum CBR 30% and compacted in accordance with clauses in
the specifications applying to normal subgrade.

Embankment repair: Where directed by the Engineer, any localized filling in soft, hard or natural; selected
material requirements shall be executed with Clause 505.

508 COMPACTION OF EARTHWORKS
At pipe culverts, all fill above ground level around the culverts shall be cdetpaxdensity of 100% MDD

(AASHTO T.99) up to the level of the top of the pipes or top of the surround(s), if any and for a width equal
to the internal diameter of the pipe on either side of the pipe(s) or surround(s) as applicable.

At locations adjacent structures, all fill above ground level up to the underside of the subgrade shall be
compacted to density of 105% MDD (AASHTO T.99). In case of fill around box culverts this should be
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511

carried out for the full width of the fill and for a length boundsditle vertical plane passing through the
ends of the wingwalls.

Notwithstanding the provision of clause 503 of the standard Specification, Compaction of subgrade material
(i.e. material immediately below formation) in cut areas shall not be carried dbelgontractor in areas
where the formation is formed in hard material, unless the Engineer issues specific instructions to the
contrary are issued.

Where improved sulgrade material shall be required, this shall be compacted and finished to the same
standrds and tolerances as those required for normal subgrade and clauses in the specifications applying to
normal subgrade shall also apply.

BORROW PITS
The first part of the Standard Specification is amended as follows:

Fill material which is require¢h addition to that provided by excavation shall be obtained from borrow pits
to be located and provided by the Contractor but to the approval of the Engineer contrary to what has been
stated.

057 70- 001: Grassing (Repair of erosion on shoulders / ptating of grass)

517

This activity shall involve protection / repair of erosion on embankment slopes, cut faces, shoulders, side
slopes by filling with suitable soils and compacting using appropriate tamping tools as instructed by the
Engineer.

Contractor shal pl ant turf of approved indigenous O6runne
water the grass until it is firmly established.

Work Method

The contractor shall udeabour or equipment carry out this item work.

Quality Control

i The width of theslope shall be measured at 50m intervals and shall have maximum tolerances of + /
100mm.

i The quality of grass and spacing of the sprigs shall be visually checked

Measurement: m?2

The unit of measurement shall be total area in square metre calculatechas area, measured on the slope.

Payment

The unit rate shall be full compensation, for labour, materials, tools, and any incidental costs required to
carry out the prescribed works

MEASUREMENT AND PAYMENT

Notwithstanding the provisions of claus&7sof the standard specifications, the rate for compaction of fill in
soft material shall allow for the requirements of clause 508 of the special specification and no extra payment
shall be made for compaction around pipe culverts (100% MDD AASHTO T.99).
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SECTION 6: QUARRIES, BORROW PITS, STOCKPILES AND SPOIL
AREAS

601 GENERAL

Notwithstanding any indications to the contrary in the Standard specification the Engineer will not make
available to the Contractor any land for quarries, borrow pits, stoskaild spoil areas, except for those
areas in road reserves specifically approved by him.

The contractor will be entirely responsible for locating suitable sources of materials complying with the
Standard and Special Specifications, and for the procurekvimtfyg, haulage to site of these materials and

all costs involved therein. Similarly the contractor will be responsible for the provision and costs involved in
providing suitable areas for stockpiling materials and spoil dumps. Should there be suitsbler spoil

dumps or stockpiles within the road reserve forming the site of the works the Contractor may utilise these
subject to the approval of the Engineer.

No additional payment will be made to the Contractor to cover costs arising from the regpiiseiior this
Clause and the Contractor must include these costs in the rates inserted into the Bills of Quantities.
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SECTION 7: EXCAVATION AND FILLING FOR STRUCTURES

703

707

709

710

711

EXCAVATION OF FOUNDATIONS FOR STRUCTURES

Unless otherwise instructed by the Eregn all excavated surfaces in material other than hard material, on
which foundations for structures shall be placed, shall be compacted to 100% MDD (AASHTO T.99)
immediately before structures are constructed.

Paragraph 4, last line: Replace "95%" witl{100%".

BACKFILLING FOR STRUCTURES

Unless otherwise instructed by the Engineer, all backfilling material shall be compacted to a minimum of
100% MDD (AASHTO T.99).

EXCAVATION FOR RIVER TRAINING AND NEW WATER COURSES

Payments for river trainingnd establishment of new watercourses shall only be made where such work
constitute permanent works. Works done for road deviation or other temporary works shall not qualify for
payment.

STONE PITCHING

Stone pitching to drains, inlets and outletzolverts to embankments and around structure shall consist of
sound unweathered rock approved by the Engineer.

The stone as dressed shall be roughly cubical in shape with minimum dimensions of 150 x 150mm for
normal thickness of stone pitching.

The surfae to receive the pitching shall be compacted and trimmed to slope and the stone laid, interlocked
and rammed into the material to give an even finished surface.

In areas where stone pitching has been damaged, the Contractor shall identify such aretifyahée n
Engineer for his agreement of the extent of the Works required and his approval and instructions to proceed
with the Works. Stone Pitching Repair and Reconstruction shall be carried out in accordance with Clause
710 of the Standard Specificati®m

The Works shall involve, removal of the damaged stone pitching and reconstruction of the said areas in
accordance with Clause 710 of the Standard Specifications by use of the sound salvaged material together
with any necessary additional material whallesuch materials shall comply with Section 7 of the Standard
Specifications.

Contrary to Clause 713 of the standard specifications, the rates inserted for stone pitching shall allow for
grouting.

GABIONS

Where instructed by the Engineer the Corttvashall install gabions as protection works to washout areas
or bridge Piers and or Abutments. Gabions shall be constructed in accordance with Clause 711 of the
Standard Specification.
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712

714

In cases where existing gabions have been damaged, the Contradtadestidly them and notify the
Engineer for his agreement of the extent of the Work required and his approval and instructions to proceed
with the Works.

The Works shall involve removal of the damaged gabions / rocks, excavation to the correct legedsiend

as directed by the Engineer, and in accordance with Clause 711 of the Standard Specifications and
reconstruction with new gabions and other necessary materials as necessary. The damaged gabions shall b
recovered and transported to the nearestDAMO Yar d or M. O. R. & P. depot.

RIP-RAP PROTECTION WORK

Quarry waste or similar approved material shall be used to backfill scoured and eroded side, outfall and cut
off drain. The material shall be compacted to form a flat or curved surface prepawastoye [pitching of
drainage channels, existing and new scour checks as directed by the Engineer.

The surface to receive the pitching shall be compacted and trimmed to slope and the stone hand laid,
interlocked and rammed into the material to give amdimshed surface. The interstices of the Pitching

shall be rammed with insitu material. The insitu material immediately behind the pitching shall be
compacted to minimum density of 100% MDD compaction (AASHTO T.99).

BACKFILL BELOW STRUCTRURES

Whereinstructed this shall be carried out in compliance with the requirements of Clause 507 and 804 of the
Standard Specification.
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SECTION 8 - CULVERTS AND DRAINAGE WORKS

801

804

805

SCOPE OF SECTION

The operations specified in this section apply to the insw@atladi drainage works and reinstatement and
improvement of the same.

In addition, this Section covers:

- Installation of 450 mm, 600 mm, 900mm or 1200mm diameter pipe culverts
- Desilting and cleaning of existing pipes and outfall drains to make therfidvéag.

This activity consists of supplying the concrete pipe rings, laying and joining the rings, excavating and
backfilling the trench and, constructing a ramp over the culvert.

EXCAVATION FOR CULVERTS AND DRAINAGE WORKS

This Item consists of emwating trenches for culverts, foundations for head and wing walls and the
construction of pipe culverts. The dimension of excavation shall be specified in the Drawings or shall be as
directed by the Engineer. The Engineer shall approve all excavatiorbefmie the contractor is allowed to
proceed with other works.

In the Standard Specifications, make the following amendments:
In paragraph 6, line 3, and in paragraph 7, line 5 and in paragraph 11, line 6, delete "95%" and insert
"100%".

Removal of Exighg Pipe Culverts

Where instructed by the Engineer, the Contractor shall excavate and remove all existing blocked or
collapsed culvert pipes of 450 mm, 600 mm and 900mm diameter including concrete surround, bedding,
inlet and outlet structure and cut ta#p

The void left after removal of culvert pipes shall be widened as necessary to accommodate new concrete
bedding, pipe and hunching.

The payment of this work shall be per linear metre of pipes removed, and the volur®frintet/outlet
structure reraved. The void left by removal of these pipes shall be carefully preserved in order to
accommodate replacement with 450 mm, 600 mm or 900 mm diameter pipe culverts as shall be directed by
the Engineer.

Removal of Other Existing Drainage Structures

When ingructed by the Engineer, the Contractor shall demolish or remove any other structure and payment
shall be made on day work basis.

Excavation for Culverts and Drainage Works

The Contractor shall carry out all excavations for new culverts and drainage tootts lines, levels,
inclinations, and dimensions shown on the drawings or as instructed by the Engineer.

EXCAVATION IN HARD MATERIAL
In the Standard Specifications, Scllauses 805(a) and 805 (b) delete "95%" and insert "100%".

In subclause 809(3 paragraph 1, line 1, substitute "95%" with "100%".
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In subclause 809(c), paragraph 2, line 4, between the words "compacted" and "and shaped" insert the
words "to 100% MDD (AASHTO T.99)".

Hard material is material which can be excavated only after idpaiith explosives or barring and wedging
or the use of a mechanical breaker fitted with a rock point in good condition and operated correctly.
Boulders of more than 0.Zmccurring in soft material shall be classified as hard material.

809 BEDDING AND L AYING OF PIPE CULVERTS

Concrete pipes shall be laid on a 150mm thick concrete bed of class 15/40 and the pipes shall be bedded on &
1:3 cement:sand mortar at least 50mm thick, 150mm wide and extending the full length of the barrel.

Pipe culverts shall beamnched using 150mm concrete Class 15/20 surround as per profile IV as indicted in
the drawings. Headwalls/Wing walls, toe walls and aprons shall be constructed with class 20/20 concrete.

Backfilling shall be done with approved material and compactedday@ exceeding 150 mm loose. Ramps
shall be shaped to achieve a minimum overfill of 3/4 of the pipe diameter.

The rates inserted shall allow for compaction of the bottom of excavation to 100% MDD (AASHTO T.99).

810 JOINTING CONCRETE PIPES

The pipe ring shall be of Class 20 concrete, at least 28 days cured and, manufactured on site or procured
from a supplier approved by the Engineer.

The concrete pipes for the culverts shall have ogee joints and will be jointed by 1:2 cement: sand mortar and
provided vith fillets on the outside as described in clause 810 of the Standard Specification. The culvert
gradient including the outlet shall be minimum 2%.

812 BACKFILLING OVER PIPE CULVERTS

In the Standard Specifications, clause 812

a) Delete paragraph 6 " foripe culverts ........ depth of 150mm", entirely.

b) Wherever the expression "dry density of 95% MDD (AASHTO T. 99)" appears delete and replace
with "dry density of 100% MDD (AASHTO T.99)".

The rates entered for laying of pipe culverts shall allow for blickfito pipe culverts and compacting to

100% MDD (AASHTO T.99) and these works shall deemed included in the contractors rate anat sieall

measured and paid for separately .

Quality Control

1 The dimensions of the trench shall be checked using tape reeasd shall have a tolerance of + /
50mm

1 The invert level shall be checked using line and level and shall have a tolerances®fmm

1 The trench bottom shall be checked using straight edge, spirit level and shall have a toleranee of + /
10mm

1 Culvett quality shall be checked visually for cracks, honey combing etc
1 The length of each pipe shall be checked using tape measure and shall have a tolerantérofn: /

1 Before the pipes are laid, the gradient of the culvert trench shall be checked usimgyrbds and line
levels and shall have a tolerance of-4%

1 The joint shall be visually checked to have been properly made properly made

Measurement m

The unit of measurement shall be in linear metres of installed size of culvert specified
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814

817

SUBSOIL DRAINS

In the event of excavation for repairs exposing local see page, springs or unacceptably high water table, the
Engineer may instruct the provision of counter fort or French drains.

These drains shall consist of a trench excavated to the alignmiétiit, depth and gradient instructed by the
Engineer, and backfilled with approved compacted clean hard crushed rock material as specified in clause
815 of the standard specification. Where these drains lie within the carriageway the carriageway shall be
reinstated with compacted graded crushed stone or stabilised gravel and surfaced with hot asphalt or a
surface dressing as instructed by the Engineer.

Payment will be paid in accordance with Clause 814 of the Standard Specification.

REPAIRS TO DRAIN S
087 7071 001/2: Provide material to reconstruct or repair headwall, and wing wall
i). Stones, ii) Concrete blocks

This activity shall include provision of all materials required and to carry out repairs to damaged head walls
and wing walls as shown ithe drawings and as instructed by the Engineer.

Work Method
The contractor shall udeabour to carry out this item of work

Quality Control

i The dimension of the headwalls shall be checked with tape measure and shall have maximum
tolerances of +/50mm

i The levels shall be checked with line levels, straight edge and spirit levels and shall have maximum
tolerance of + / 20mm

Measurement n?

The unit of measurement shall be square metres for masonry paid for on the basis of area of wall completed
while the concrete works shall be cubic meters paid for on the basis of volume of concrete poured in the
wall.

Payment

The unit rate shall be full compensation for labour, materials equipment, tools, material haulage and
unloading as required to carry out the primsa works

087 70.003: Provide material to reconstruct headwall, wing wall

i) Stones, ii). Concrete blocks

This item consists of provision of material and construction of masonry walls as detailed in the drawings..
Work Method

The contractor shall useth labour and equipmento carry out this item work

Quality Control

1 The dimensions of the structure shall be checked using tape measure and shall have a tolerance of + /
-10mm

i The levels shall be checked using line and level, straight edge and spifitate shall have a
tolerance of + £ 10mm

i The quality of the mortar joints shall be checked visually
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Measurement m2

The unit of measurement shall be the total area in square metres of wall constructed.

Payment

The unit rate shall be the full compensatfor labour, material, equipment and any other incidentals that
may be required in carrying out the work as prescribed.

0871 70.004 : Provide material and construct headwall, wing wall and aproi Concrete

This work consists of provision of all matesaland construction of the structures as detailed in the
drawings. Aprons shall be constructed using concrete .Concrete shall be class 20/20 unless otherwise
specified.

Work Method

The contractor shall use bd#bour and equipment to carry out this itenork

Quality Control

i The dimensions of the structure shall be checked using tape measure and shall have a maximum
tolerance of + 20mm-+10mm

i The workability and mix of concrete shall be checked using the slump test and shall have a maximum
toleranceof +/ - 25mm of slump. The frequency of testing shall be determined by the Engineer

i The concrete shall be visually checked for any cracks or honey combing

Measurement m°

The unit of measurement shall be the total volume in cubic metres of concrete.

Payment

The unit rate shall be the full compensation for labour, material, equipment and any other incidentals that
may be required in carrying out the work as prescribed.

087 70.005010: Provide and install or repair scour checks
i) i Stone; ii). - Wooden stakes; iii) - Concrete
Scour checks shall be constructed or repaired using either stones or sticks, as instructed by the Engineer.

Construction of concrete scour checks shall be in class 20/20 concrete unless otherwise specified and as pel
the details showmithe drawings.

Spacing for scour checks depends on the gradient of the drain as given in the guidelines shown in Table 8.1

Table 8.1 : Scour checks spacing
Gradient of Drain | Scour Check Spacing Gradient of Drain Scour Check Spacing
4% or less not requirel 8% 7.5m
5% 20m 9% 6m
6% 15m 10% 5m
7% 10m >10% 4m

Work method
The contractor shall usabour to carry out this item work.

Quality Control

The spacing of the scour checks shall be checked using tape measure and shall have a tolerance of + /
0.5m
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817.1

The sizes of the stakes and stones used shall be visually checked.
The shape of the scour check shall be checked using the scour check template.

Measurement: No.
The unit rate of measurement shall berthenber of scour checks constructed.
Payment

The unt rate shall be full compensation, for labour, materials, equipment, haulage and any incidental costs
required for carrying out the prescribed works.
Cleaning Existing Drains

In areas of existing side drains, mitre or outfall drains where sudiianieed, the Engineer shall instruct the
Contractor to clean and clear the drains to free flowing condition. The work shall consist of:

(@) Stripping and removal of any extraneous material to spoil including vegetation and roots in the drains
to the satisdction of the engineer.

(b)  Spreading of any spoil to the satisfaction of the Engineer.

(c) Shaping the drains to free flowing condition.

(d)  Removing any obstructiomaterials irthe drains.

Cleaning any closed structures including cross culverts o$iaeyto free flowing conditions.

Measurement and Payment for cleaning drains shall be by cubic metre of drain cleaned measured as the
product of plan area and vertical depth of extraneous material instructed to be removed. No extra payment
will be made foremoval of vegetation and roots.

0871 5071 002: Cleaning of the Side Drains / Catch water drains
Partially silted
Partially silted drain shall be that drain that is less than half silted and requires only cleaning.

All deposited material, debris, and wgtion shall be removed and the drain shaped to the originat cross
sectional standard and shall be in afie&ining condition. All debris and other unsuitable material removed
from the side drains shall be disposed well clear of the drainage systgmpraved spoil dumps where it
cannot cause any obstruction or be washed back.

The side drains shall be cleaned before the onset of the rains. The Engineer may instruct the contractor to
clean the side drains immediately after heavy downpours.

Work Method

The contractor shall useabour and or equipmentto carry out this item work

Quality Control

1 Appropriate drain templates shall be used to check and control the dimension of the drains.
i The longitudinal profile of the drains shall be checked using bonirgy stdng and lindevel.

Payment

The unit rate shall be full compensation, for labour, tools, and any incidental costs required to carry out the
prescribed works

0871 5071 002: Desisting / Reshaping of the Side Drains / Catch water Drains
Fully silted

Fully silted Catch water or side drain shall be that drain that is greater thasiltealfand requires re
excavationor reshaping
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All deposited material, debris, and vegetation shall be removed and the drain shaped to the original cross
sectional standarand shall be in a fregraining condition. All debris and other unsuitable material removed
from the side drains shall be disposed well clear of the drainage system in approved spoil dumps where it
cannot cause any obstruction or be washed back.

The sidedrains shall be desilted or-excavated before the onset of the rains and during grading
Work Method

The contractor shall usequipment and or Labour as directedo carry out this item work. Reshaping of
the side drain shall be done together with theimge way.

Quality Control

i Appropriate drain templates shall be used to check and control the dimension of the drains.

i The longitudinal profile of the drains shall be checked using boning rods, string adelihe

Measurement for works on catch watesid: m®

Under this item the unit of measurement shall be the total volume in cubic metres of excavated material,
excavated in its original position.

Measurement for works on side drain:

Under this item measurement shall be considered in the grading evarist when the work is order by the
Engineer where no grading or gravelling is required on the pavement. In such case the unit of measurement
shall be the total volume in cubic metreswf excavated material, excavated in its original position.

Paymem

The unit rate shall be full compensation, for labour, tools, and any incidental costs required to carry out the
prescribed works

087 5071 005: Cleaning of Mitre drains
Partially silted
Partially silted drain shall be that drain that is less thandiitgfi and requires only cleaning

All silt, debris, and vegetation shall be removed and the drain shaped to the instructesaiioasand be
in a freedraining condition. All debris and other material removed from the mitre drains shall be disposed
away and clear of the drainage system in approved spoil dumps to prevent debris from being washed back.

The mitre drains shall be cleaned before the onset of the rains.
Work Method

The contractor shall ugequipment and or Labour as directedo carry out thé item work.

Quality Control

i Appropriate drain templates shall be used to check and control the dimension of the drains.
i The longitudinal profile of the drains shall be checked using boning rods, string asel/ihe
Measurement: m

Under this item thenit of measurement shall be the total length in linear metres of the drain cleaned
Payment

The unit rate shall be full compensation, for labour, tools, and any incidental costs required to carry out the
prescribed works.
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Fully silted
Fully silted drain ball be that drain that is greater than fsilfed and requires re excavation or reshaping.

All silt, debris, and vegetation shall be removed and the drain shaped to the instructesbatioasand be
in a freedraining condition. All debris and other teaal removed from the mitre drains shall be disposed
away and clear of the drainage system to prevent debris from being washed back.

The mitre drains shall be cleaned before the onset of the rains.

Work Method
The contractor shall uggquipment and or Labour as directedo carry out this item work
Quality Control
1 Appropriate drain templates shall be used to check and control the dimension of the drains.
1 The longitudinal profile of the drains shall be checked using boning rods, string afelihe
9 Siltation/Obstructions must be less than 50mm in depth
1 The longitudinal profiles mitre drains shall be checked using boning rods and shall have toleranc2smoi/
1 The dimensions of the mitre drains shall be checked using template and tape measurk laankdloderances
of +20mm or-10mm;
The location of the mitre drains shall be checked visually

Measurement: m®

Under this item the unit of measurement shall be the total volume in cubic metres of excavated material, excavated in
its original position.

Payment
The unit rate shall be full compensation, for labour, tools, and any incidental costs required to carry out the prescribed

works.

817.2 Channels

817.3 RUBBLE FILLS FOR PROTECTION WORK

Quarry waste or similar approved material shall be used tk fildscoured and eroded side, outfall and-afti
drains. The material shall be compacted to form a flat or curved surface preparatory to stone pitching of drainage
channels, existing and new scour checks as directed by the Engineer.

817.4 Stone Pitchirg

Stone pitching shall be constructed in accordance with clause 710 of the standard Specification.

Gabions

Gabions shall be constructed in accordance with clause 711 of the standard Specification.

Spoil Material

The Contractor shall be responsible femoval from site of all materials excavated in the course of undertaking

works in this section of the specifications, unless suitable foseeand deposit of the material in a spoil dump to be
approved by the Engineer.
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SCOUR CHECKS

Scour checks am® be constructed in mass concrete in accordance with clause 818 of the standard specifications and
the drawings as shall be provided.

057 007: Catch water drains

The cross section details shall be provided in the drawings or shall be as directedEbgitieer. In steep gradient
scour checks may be installed in the catch water drains and grass cover shall be encouraged to grow in the drain. The
excavated material shall be deposited at the lower (valley) side of the drain.

The location of the drains dhae checked and approved by the Engineer before construction;

The cross section dimensions shall be checked using tape measure at 25 m intervals and tolerances 3baihbe +/
Work Method

The contractor shall udeabour or Equipment to carry out thistem work.

Measurement: m°

The unit of measurement shall be cubic metres of materials excavated.

Payment

The unit rate shall be full compensation for labour and any incidental costs required for carrying out the prescribed
works

819 CLEANING AND MAINTE NANCE
819.1 De-silting of Pipe Culverts

Where Contractor instructed shall desilt the existing pipe culverts by removing all the material from the pipe to make
them clean and free flowing.

Measurement and payment shall be by the linear metres of pistede regardless of diameter size.
0871 60-001/2/3/4/5: Cleaning Culverts / Structures, inlet/outlets (Partially blocked)

08-60- 001 300mm dia;

08-60-002  450mm dia;

08-60- 003 600mm dia;

08-60-004  900mm dia;

08-60- 005 1200mm dia

This activity shall involve the cleaning of culverts of specified size including pipe barrels and the outlet/inlet
structures, and the outlet drains, keeping them free of all debris, weed, silt and any obstruction to ensure free passag
of water at all tims. The debris shall be deposited in approved spoil dumps directed by the Engardaty

blocked culverts shall be considered as pipe culverts with less than half the Haloeked

Correct widths and slopes of the outlet drains shall be maintdihedgradient of the outlet drain shall be checked to
ensure it is greater than 2 % using boning rods, line and level.

All broken culvert barrels discovered in the course carrying out this activity shall be reported to the Engineer. This
activity should becarried out before the rains.

Work Method

The contractor shall usabbour to carry out this item of work
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Quality Control

The workmanship shall be visually checked and shall be clean and free of obstacles
Measurement m
The unit of measurement shiae linear metre of culvert line including outlet drain cleaned

Payment
The unit rate shall be full compensation for labour, tools, as required to carry out the prescribed works.
087 60- 006/7/8/9/10 Desilting Culverts / Structures inlet/outlets (Fuly blocked):

08-60-006 300mm dia;
08-60-007 450mm dia;
08-60-008 600mm dia;
08-60-009 900mm dia;
08-60-010 1200mm dia

This activity involves the cleaning of culverts of specified size including pipe barrels and the outlet/iotetestu

and the outlet drains, keeping them free of all debris, weed, silt and any obstruction to ensure free passage of water a
all times. The debris shall be deposited in approved spoil dumps directed by the Emgilhebiocked culvert shall

be conglered as pipe culvert with greater than haif the barrel blocked

Correct widths and slopes of the outlet drains shall be maintained. The gradient of the outlet drain shall be checked to
ensure it is greater than 2 % using boning rods, line and level

All broken culvert barrels discovered in the course of carrying out this activity shall be reported to the Engineer.
Work Method
This activity should be carried out before the onset of the rains.

Quality Control

The workmanship shall be visually checked

Measurement m®

Under this item the unit of measurement shall be cubic metres of material, excavated. The workmanship shall be
visually checked and shall be clean and free of obstacles

Payment
The unit rate shall be full compensation for labour, and t@ojsired to carry out the prescribed works
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SECTION 9 - PASSAGE OF TRAFFIC
901 SCOPE OF THE SECTION

The Contractor shall so arrange his work to ensure the safe passage of the Traffic at all times and if necessary
construct and maintain an adequate dieeror traffic complete with all the necessary road traffic signs.

The contractor shall provide to the satisfaction of the Engineer adequate warning signs, temporary restriction signs,
advance warning signs, barriers, temporary bumps and any other dadigeersonnel shall be properly positioned

well in before work is allowed to start. Signs and traffic control shall be kept in good condition and be clear to all
road users to ensure the safe passage of traffic through the works.

When carrying out the Whs the Contractor shall have full regard for the safety of all road users.
The Contractor shall also provide sign posts and maintain to the satisfaction of the Engineer all deviations necessary

to complete the works. The contractor should allow for thstscof complying with the requirements of this clause in
his rates.

Warning signs, fences, barriers, detours, etc. shall be properly positioned well in advance so that all traffic has been
well and safely accommodated before work is allowed to start. Feiyghall be per unit km rate through the works.
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SECTION 107 GRAVEL WEARING COURSE

GENERAL
1001

The road carriageway shall be constructed in accordance with the provisions of Section 10 of the Standard
Specifications. Borrow pits and spoil areas sbathply with all the requirements of Section 6 of this specification in
respect of borrow pits and spoil areas.

1002 CLASSIFICATION OF MATERIAL

Gravel wearing course material shall be material which can be extracted from a borrow area or a roadycutting b
ripping to a depth of 300mm with a single tine hydraulic ripper acceptable to the Engineer. The material shall have a
minimum CBR of 20 at 95% MDD (AASHTO T180) and four days soak

Where directed by the Engineer new gravel will be added to the existrngldo have the required thickness of
wearing course. The existing gravel wearing course shall be cut by ripping top of the roadway to a depth of 150mm
with a single tine hydraulic ripper acceptable to the Engineer.

The scarification, watering, mixinghaping and compaction of the top 150mm of roadway materials to 95% MDD
(AASHTO T99) if watering and compaction is specified. In this case the Engineer should direct the contractor to mix
in any additional material. Both new and existing gravel will beeshiand bladed back over the roadway, and
recompacted in accordance to the requirements given in Clause 1003 of the MOPWH Standard Specification. And
such gravel shall be paid for separately under the relevant pay item allowed in the Bill of Quantities

However, where there is existing gravel wearing course, the Engineer may instruct that the Contractor blade aside and
stockpile the wearing course material before commencing any of the works under this item. The contractor shall take
such care as to ensureatithe stockpiled gravel is not contaminated with sub grade materials, topsoil or organic
material.

After carrying out the work defined in palr®-.50.004(a) to (d) above, the contractor shall compact the formation to
95% MDD (AASHTO T99). If necessarto achieve the desired compaction, the Contractor shall scarify the
formation level to a depth of 150mm, water to obtain the required moisture content, reshape and-toafiyaet

the material.

The gravelwearing course shall then be bladed back overfdahmation to a constant thickness andaepacted in
accordance with the requirements given in Clause 1003 of the MOPWH Standard Specification.

Wherever the existing roadway width is less than specified in the document the contractor shall, #dnisirulce
Engineer, widen the roadway to obtain this minimum width, and excavate ditches to the template shown in the
Drawings or as directed by the Engineer. Any widening works shall be paid for separately and in addition to the
payment for Light Reshapg, under the appropriate earthwork item.

Quality Control

The material may be obtained from borrow pits or excavation in cuttings. The plasticity requirements and the class of
material shall be as specified in Table 10.1 and the Special specification.

Table 10.1:  Requirement for Gravel Wearing Course

GRADING REQUIREMENTS  AFTER

COMPACTION PLASTICITY INDEX REQUIREMENTS PI
Sieve % by Weight

(mm) Passing Zone Min Max
40 100

28 95-100 WET 5 20
20 85-100

14 65-100 DRY 10 20
10 55-100
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5 35-92 BEARING STRENGTH REOQUIREMENTS
2 23-77 Traffic Commercial DCP
1 18-62 VPD CBR Eauivalent
0.425 14-50 , mm/Blow
0.075 10-40 QO 15 20 11
O 15 15 14
CBR at 95 % at MDD, Modified AASHTO and 4 da
soak
Lower quality material (CBR 15) may be accepted if
better material can be found

NB: Wet Zone- mean annual rainfall greater than 500 mm.
Dry zone - mean annual raiafl less than 500 mm.

The Contractor shall be responsible for the acquisition of the quarry rights and shall therefore conduct respective
negotiations with landowners and affected communities. The Engineer shall approve quarries and their extent of
exploitation.

Alternative sources of gravel material whose quality can be shown to be in compliance with the specification
requirements may be used, with the proviso that the Employer is not to incur additional expenses in connection with
its winning and haulag€ontractor is deemed to have included in his rates for the provision of the gravel material to
have included the cost of complying with the testing requirements.

10-.50.004 Light Grading

Grading covers the works involved in the reinstatement of thecaraihgeway to the camber by removing
the high points and filling up gullies corrugations and wheel ruts to restore smooth running surface.

Light grading shall only be undertaken where ordered by the Engineer.

Light grading is the restoration of the roabfile and existing side drainage/mitre drains including the shaping of the
formation, recompaction and, if applicable, the reshaping and recompaction of the gravel wearing course.

These operations shall be carried out using the following plant:
- a motorgrader of at least 120 HP( for light grading alone)

- a roller, sufficient to achieve the required compaction(if compaction required it shall be included in the
BOQd&s)

- a water tanker to obtain the required moisture content for compaction. if watering deijusteall be
included in the BOQ6s)

The works to be carried out under this item are as follows.

€)) Removal of vegetation, topsoil and landslips form with the limits of the roadway and side drains, whatsoever
the width.
(b) The reshaping of the longitudinal prefiof the roadway, including the removal of ruts, humps and windrow,

and the filling of potholes.

(© The reshaping of the roadway and ditches to the specified-seotien template, as directed by the
engineer, including the reinstatement of existing sitlehds and mitre drains.

(d) The clearing of all loose material from side slopes to fills and cuts.
10-.50.002 Heavy grading

Heavy Grading shall only be undertaken when directed by the Engineer.

Heavy Grading is the restoration of the road profile, templadesite ditches and involves operations similar to what
is required for Light Grading. Heavy grading demands the following works in addition to the works specified above
Light grading:
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(a) Correction of undulations, deep rutting, and gullies whatever theihdept
(b) The drainage of quagmires; the removal and disposal of water logged material;
(c) The clearance of landslips from the roadway and ditches;

(d) Where directed by the Engineer, the widening of the roadway by either cutting or filling, or both.

(e) The improvement ofhe longitudinal profile of the road by the excavation of humps and the filling
of holes and depressions.

The following equipment shall be used in this works:
- a motor grader of a at least 120 HP
- a bulldozer of at least 150 HP
- a water tanker

- a selfpropelld roller of at least 10 tonnes dead weight, or a vibrating roller of at least 3 tonnes
dead weight.

Any fill required for the reshaping of the road profile, the elimination of ruts, gullies and holes and the replacement of
waterlogged material shall be abted from either within the road prism or from cut slopes and adjacent to the road,
provided that the material conforms to the requirements of this Specification and meets with the approval of the
Engineer.

Any excavation in hard material will be deemecbe in addition to the work requirements for Heavy Reshaping and
will be paid for separately under the appropriate earthworks item.

Table 10.2: Overall widths ditch to ditch (Guidelines)

Road Category Carriageway width Overall width to front of
Ditches
A/B/C + Secondary Roads 6.0m 8.4
D/E + Minor Roads 54 m 7.8m
RAR Roads 45m 6.5m
Minor / RAR roads with insufficient widths
. 35m 55m
or Temporary Sections

Work Method

The contractor shall usguipmentto carry out this item work.
Quality Contol

Grading

1 Gradient of the ditch shall be checked at 20m interval using boning roads and shall drain to the natural drainage
channels or mitre drains placed at regular intervals.

1 The width of the carriageway (see table 10.2) shall be checked usingdaparmat every 50m with tolerance of
+50mm or-20mm

1 The camber shall be checked using camber board at every 50m with and shall have a tolerahég of +/
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Compaction

Compaction of the reshaped or reformed road shall be by not less than 8 passesiactaaddbg the Engineer
depending on the compaction equipment used. Unless otherwise instructed, the moisture content at the time of
compaction shall be within the range of 2# of the optimum moisture content.

Where water needs to be added, it shakjglied in an even manner and the rate of application shall be such that no
traverse or longitudinal flow occurs. The Contractor is required to provide all water for compaction and shall include
this in his or her rates.

1 Unsuitable material should not bsadl;

1 Compaction shall be carried out using either dead weight or pedestrian rollers of approved weight and
dimensions.

1 The minimum passes of compaction to applied shall be that which no more roller imprint on the surface can be
seen and to a minimum drymEty as given in table 5.0 below;

1 The camber shall be checked at 100m intervals using camber board and a line level and shall not be less than 5 %
with a tolerances of +1%

1 Material for compaction shall be placed in layers of 200mm loose depth utheswise directed. The layers
shall be parallel to the top of the subgrade level.

Table 10.3:: Minimum dry density

Layer location. Minimum compaction

Excavation to level platform 95% MDD (AASHTO T99)

Road formation and fill material 100% MDD (AASHTO T99

Gravel wearing course 95% MDD (AASHTO T180)
Measurement: m?

The unit of measurement for mitre drains and compaction shall not be paid for separately and shall be deemed to be
covered in his rates for grading

Payment

The unit rate compaction shall biee full compensation for labour, equipment and any incidental costs required for
carrying out the works to the required specifications.
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SECTION 20 - ROAD FURNITURE
2001 ROAD RESERVE BOUNDARY POSTS

Road reserve boundary posts shall be provided as atirdny the Engineer and in compliance with Standard
Specification clause 2001.

2003 EDGE MARKER POSTS

Edge marker posts shall be provided as directed by the Engineer and in compliance with standard Specification
Clause 2003.

2004 PERMANENT ROAD SIGNS

Pemanent Road Signs shall be provided as directed by the Engineer and in compliance with the requirements of the
"Manual for Traffic Signs in Kenya" Part Il and standard Specification clause 2004.

2004B EXISTING ROAD SIGNS

Where directed by the Enginedine Contractor shall take down road signs including all posts, nuts, bolts and fittings,
and remove and dispose of the concrete foundation and backfill the post holes. The signs shall be stored at the
Contractor's store and they shall become the propéttyeoEmployer who shall remove them prior to the expiry of

the maintenance period.

Measurement and payment for taking down road signs shall be made by the number of signs of any type and size
taken down, cleaned and stored as directed.

Where a salvagedxisting sign complies with the requirements of new road signs, the Engineer may instruct the
Contractor to remove the sign for safe storage, amleaet it.

Measurement and payment shall be made by the number of road sggestezl as directed and ttae shall include
for excavation, concrete foundations and backfilling around posts and removal of surplus material to spoil.

2005 ROAD MARKING

Paint for road marking shall be internally reflectorised hot applied thermoplastic material in accordarCiuge
218 d(ii) of the Standard Specification.

The rates inserted in the Bills of Quantities for road marking shall include for prior application of approved tack coat.
2006 GUARDRAILS

Contrary to the Standard Specification, guardrail posts shalbberete 200 mm diameter set vertically at least 1.2m
into the shoulder as directed by the Engineer. Spacer blocks shall also be made of concrete.

Beams for guardrails shall be "Armco Flex beam" or similar obtained from a manufacturer approved lgyrtherEn

2007 KERBS
a) Vertical Joints

Vertical joints between adjacent Kerbs shall not be greater than 5 mm in width and shall be filled with a mortar
consisting of 1:3 cement: sand by volume.

b) Transition between flush and raised kerbs
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The transitionbetween flush and raised kerbs (e.g at bus bays) shall be termed as ramped kerbs. The transition
between flush and raised kerbs shall occur within a length of 2.0 m.

2008 KILOMETRE MARKER POSTS

Kilometre marker posts shall be provided as directed b¥tiggneer and in compliance with Standard Specification
clause 2008.

2009 RUMBLE STRIPS

Where directed by the Engineer, the Contractor shall provide, place, trim, shape and compact to line and level
asphaltic concrete rumble strips on the finished shasldrhis shall be done to the satisfaction of the Engineer

2010 BOLLARDS
Where directed by the Engineer, the Contractor shall provide, and install class 20/20 200mm diameter reinforced
concrete Bollards concreted 300mm into the ground.
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SECTION 22: DAY WORKS

This section covers provisional items included in the Bills of Quantities to cover the payment of equipment, labour
and materials for work instructed by the Engineer on a daywork basis.

22- 001 : Dayworks
Measurement and Payment
a. Equipment:

Payment fo equipment shall only be made for the time each item of equipment is actually working. Idle time due
to breakdown or incompleteness of the equipment shall not be paid for. The rate of equipment shall include for
the cost of the following:

i) Transport of te equipment to the site
i) Operators , drivers and assistants including their overtime
iii) Maintenance, spare parts and all costs of repairs
iv) Depreciatiorinsurance, overheads and profits.
b. Labour

Payment shall only be made for the time each of worker labouruallycivorking on the daywork instructed by
the Engineer. The rate for labour shall include the cost of the following:

i) All salaries allowances and other payments required by the worker

i) Provision of small tools used on daywoks such as picks, shovels, ppamghses hammers chisels
and all other tools used by tradesmen.

iii) Insurance, overheads and profit.
c. Materials

Payment shall only be made for materials instructed by the Engineer for use in dayworks. The rate for materials
shall include for the cost of provisi of the material, transport to site and storage handling overheads and profits.

Use of Dayworks

The use of Dayworks shall mnly sanctioned by the Authorized Person for extra and substituted works
and at the rates approved by the Ministry of Roadshfoctirrent period.
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SECTION VX:

CONTRACT DRAWINGS
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FIGURE C.1- CROSS SECTION A (MINOR STANDARD CRSBEGSTION)
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FIGURE C.2 - CROSS SECTION B (REDUCED CROSS-SECTION)
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FIGURE C.3 - MITRE DRAINS
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FIGURE C.4 - SCOUR CHECKS

Scour checks made of stones:

Scour checks made of wooden stakes:
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FIGURE C.5- DIMENSIONS OF SCOUR CHECKS FOR STANDARD DRAIN
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FIGURE C.6 - MASONRY SCOUR CHECKS
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PLAN OF DRAIN WITH EROSION CHECKS

QUANTITIES TABLE

. . Apron

Cross Sizes In mm Excav.rr?;(;gﬁr stone

Section (m) 3 | pitching
Length|Width | Depth y (m9) (m®)

A 2400 | 200 | 550 | 0.22 | 0.25 0.18
2000 | 200 | 500 | 0.18 | 0.2 0.14
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FIGURE C.7- CULVERT ENTRY / EXIT STRUCTURE TYPES

TYPE 1 (ENTRY AND EXIT) TYPE 3 (ENTRY AND EXIT)
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NOTE:
Coding system has been used in describing the standardised designs of
the
various culvert entry and exi t structures. The code names consist of a
number

to specify shape and function as elaborated in above while the used
construction materials are identified through an alphabetic symbol as

follows:

A = Concrete block
B = Stone masonry
C = Dressed stones

An example code of 0B26 would there
structure to be built in stone masonry.
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FIGURE C.9- HEADWALL TYPE 2 (DROP INLET)
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